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Preface

Welcome to the Pantum series products!
We heartily appreciate your using of Pantum series products!
To protect your vital interests, please carefully read the following statements.

Legal Notice

Trademark

Pantum and Pantum logos are registered trademarks of Zhuhai Pantum Electronics Co., Ltd.
Microsoft®, Windows®, Windows Server® and Windows Vista® are trademarks registered by
Microsoft Corporation in the United States or other countries/regions.

Apple, AirPrint and Mac are trademarks of Apple Inc, registered in the U.S. and other countries. Use
of the Works with Apple badge means that an accessory has been designed to work specifically
with the technology identified in the badge and has been certified by the developer to meet Apple
performance standards.

Mopria®, the Mopria® Logo, and the Mopria Alliance ™word mark and logo are registered and/or
unregistered trademarks and service marks of Mopria Alliance, Inc. in the United States and other
countries. Unauthorized use is strictly prohibited.

Wi-Fi Direct,Wi-Fi Protected Setup(WPS),WPA WPA2,and Wi-Fi Protected Access are marks of the
Wi-Fi Alliance.

The ownership to the names of the software in this User Guide belongs to their respective
companies in accordance with corresponding license agreement, and they are referred for
instructions only.

All other product and brand names herein may be the registered trademarks, trademarks or service
marks of their respective owners, and they are referred for instructions only.

Copyright

The copyright of this User Guide is owned by Zhuhai Pantum Electronics Co., Ltd.

It is prohibited to copy, translate, modify and transmit this User Guide by any means or in any form
without the prior written consent of Zhuhai Pantum Electronics Co., Ltd.

Version: V1.6

Disclaimer

For a better user experience, Zhuhai Pantum Electronics Co., Ltd. reserves the right to make
changes to the User Guide. The information contained herein is subject to change without notice.
Users are responsible for any damages arising from failing to follow this User Guide. Meanwhile,
except the express warranty made in the product maintenance manual or service commitment,
Zhuhai Pantum Electronics Co., Ltd. does not make any express or implied warranty or guarantee
to this User Guide (including composing or words).

Using this product to copy, print, scan certain documents or images or make other forms of
operations may be prohibited by the local laws. If you are uncertain about the legality of using this
product for certain documents or images, you should consult your legal advisor in advance.

The product can only be used safely in the non-tropical areas at an altitude no higher than 2000
meters.



Safety Precautions

Disconnect the power supply

The product should be placed close to or easily accessible to power sockets, so as to allow easy
disconnection of power supply!

Laser Safety

The laser radiation is harmful to the human body. Since laser components are completely sealed in
the printer, laser radiation will not leak. To avoid laser radiation, please do not randomly
disassemble the printer!

The printer follows the provisions of Class 1 laser products under CFR standard. The printer has a
Class lll b laser diode, which has no laser radiation leakage among laser components.

The laser components shall complies with the requirements of: U.S. Code of Federal Regulations,
21 CFR 1040, IEC 60825-1

The following label is attached to the laser components inside the printer:
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Reclamation and recycling

To protect the environment, our corporation has already established the system of reclamation and
recycling for waste products. Please refer to the Pantum official website for product recovery at
Www.pantum.com.
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Safety Warning

Please note the following safety warnings before using the printer:

! Warning

There is high-voltage electrode inside the printer.
Before cleaning the printer, make sure the power
is turned off!

2 Plugging and unplugging the power cord plug with
a wet hand can result in an electric shock.

The fuser unit is hot when and after printing.
Touching the fuser unit (the shaded area as
shown) may cause burns!

The fuser unit is attached with a high temperature
warning label. Please do not remove or damage
this label.




Precautions

Precautions before Using the Printer:

1. Read and understand all instructions;

2. Familiarize yourself with the basic principles associated with operating electrical appliances;

3. Comply with all warnings and instructions marked on the equipment or specified in the manual
supplied with the equipment;

4. If the operating instructions conflict with the safety information, please refer back to the safety
information, as you may have misunderstood the operating instructions. If you cannot resolve the
conflicts, please call the Customer Service Hotline or contact a service representative for help;

5. Before cleaning the equipment, remove the power cord from the AC power supply outlet. Do not
use liquid or aerosol cleaners;

6. Please make sure that the equipment is put on a stable desktop surface to avoid serious damage
caused by the falling of the equipment;

7. Do not put the equipment near a radiator, an air conditioner, or a ventilation pipe;

8. Do not put any articles on the power cord. Do not put the equipment at the place where its power
cord could be stepped on by people;

9. Outlets and extension cords must not be overloaded. This may reduce performance and could
result in fire or electric shock;

10. Do not allow pets to chew on the AC power cord or the computer interface cable;

11. Do not allow sharp objects piercing equipment slot, so as to avoid contact with the high-voltage
device, which otherwise may result in fire or electric shock. Take care not to spill liquids onto the
equipment;

12. Do not disassemble the equipment so as to avoid the risk of electric shock. Necessary repairs
may only be carried out by professional maintenance personnel. Opening or removing the cover
could result in an electric shock or other potential hazards. Incorrect disassembly and assembly
could also result in an electric shock during future use;

13. If any one of the following occurs, disconnect the equipment from the computer and pull out the
power cord from the AC wall socket and contact a qualified member of the service personnel for
maintenance:

* Liquid has been spilled into the equipment.

» The equipment has been exposed to rain or water.

» The equipment falls, or the cover is damaged.

» Significant changes in the equipment’s performance.

14. Only adjust the control mentioned in the instructions. Incorrect adjustment of other controls may
result in damage and mean that professional maintenance personnel need to spend more time
fixing it;

15. Do not use the equipment in a thunderstorm so as to avoid the risk of an electric shock. If
possible, pull out the AC power cord during a thunderstorm;

16. If you continuously print multiple pages, the surface of the tray will become very hot. Take care
not to touch this surface, and keep children away from this surface;

17. The signal wire of the device connected with the printer can not be connected to the outdoors;
18. Please ensure timely ventilation in case of a prolonged use or printing huge amounts of
documents in a poorly ventilated room;
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19. In standby status, the product will automatically enter into the power saving (sleep) mode if it
does not receive any job order for a while (such as 1 minute); and it can realize zero power
consumption only if it has not been connected with any external input power supply;

20. As the Class 1 equipment, the product must be connected to the power supply outlet with
protective grounding line when using;

21. This product should be placed according to the shipping marks on the product package box
during delivery;

22. This product is a kind of low-voltage equipment. When using this product below the specified
voltage range, please refer to the product precautions or call Pantum Aftersales Service Centre, if
the toner comes off the printed contents, or the equipment starts slowly;

23. This product is sold as a complete machine. The consumers can go to Pantum Aftersales
Service Centre to purchase parts they need. If the product sold is inconsistent with the package list,
please go to the specified Aftersales Service Centre to solve the problem;

24. Install this product in a place with the temperature between 10°C and 32.5°C and the relative
humidity between 20% and 80%;

25. For security and other reasons the printer may switch to intermittent printing after a certain
amount of continuous printing.

26. This device complies with Industry Canada licence-exempt RSS standard(s). Operation is
subject to the following two conditions:

(1) this device may not cause interference, and

(2) this device must accept any interference, including interference that may cause undesired
operation of the device.

27. 1C Radiation Exposure Statement:

This equipment complies with Canada and FCC radiation exposure limits set forth for uncontrolled
environments. This equipment should be installed and operated with a minimum distance of 20cm
between the radiator and your body.

This transmitter must not be co-located or operating in conjunction with any other antenna or
transmitter.

28. This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

» Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

* Consult the dealer or an experienced radio/TV technician for help.

29. Changes or modification not expressly approved by the party responsible for compliance could
void the user’s authority to operate the equipment.

30. The power consumption of the product is 3.137W in networked standby if all wired network ports
are connected and all wireless network ports are activated;



31. Shielded cables must be used with this unit to ensure compliance with the Class B FCC limits.
32. This Class B digital apparatus complies with Canadian ICES-003.

33. This equipment complies with Part 68 of the FCC rules and the requirements adopted by the
ACTA. On the back of this equipment is a label that contains, among other information, a product
identifier in the format US: VFCFAQ0BG66. If requested, this number must be provided to the
telephone company. This equipment uses the following USOC jacks: RJ-11, RJ-45, USB jacks and
power jacks.

34. REN (RINGER EQUIVALENT NUMBERS) STATEMENT

Notice: The Ringer Equivalence Number(REN: 0.01B) assigned to each terminal device provides an
indication of the maximum number of terminals allowed to be connected to a telephone interface.
The termination on an interface may consist of any combination of devices subject only to the
requirement that the sum of the Ringer Equivalence Numbers of all the devices does not exceed 5.
35. ATTACHMENT LIMITATIONS STATEMENT

Notice: This equipment meets telecommunications network protective, operational and safety
requirements as prescribed in the appropriate Terminal Equipment Technical Requirements
document(s). This is confirmed by marking the equipment with the Industry Canada certification
number. The Department does not guarantee the equipment will operate to the user's satisfaction.
Before installing this equipment, users should ensure that it is permissible to be connected to the
facilities of the local telecommunications company. The equipment must also be installed using an
acceptable method of connection. The customer should be aware that compliance with the above
conditions may not prevent degradation of service in some situations.

Repairs to certified equipment should be coordinated by a representative designated by the supplier.
Any repairs or alterations made by the user to this equipment, or equipment malfunctions, may give
the telecommunications company cause to request the user to disconnect the equipment.

Users should ensure for their own protection that the electrical ground connections of the power
utility, telephone lines and internal metallic water pipe system, if present, are connected together.
This precaution may be particularly important in rural areas.

Caution: Users should not attempt to make such connections themselves, but should contact the
appropriate electric inspection authority, or electrician, as appropriate.

36. This product meets the applicable Industry Canada technical specifications.

37. Please keep this User Guide properly.

Legal Information

This symbol indicates that, at the end of your product’s life, it must not be discarded
as domestic waste. Instead, you should dispose of your used equipment at a
designated collection point for the recycling of waste electrical and electronic
equipment. Ref: EU Directive 2002/96/EC on Waste Electrical and Electronic
Equipment (WEEE). Please contact your distributor / supplier for further information.

This product is suitable for indoor use only.
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European Community (EC) directives conformity

This product complies with the protection requirements of EC directives

2014/30/EU and 2014/35/EU on the approximation and harmonization of the

laws of the Member States relating to electromagnetic compatibility and safety of

electrical equipment designed for use within certain voltage limits.

Radio Equipment directive 2014/53/EU only for models ending with suffix “W”.
c € The manufacturer of this product is: Zhuhai Pantum Electronics Co., Ltd.,

Building 02,06 and 08,N0.888 Shengping Avenue, Pingsha Town, Zhuhai City,

Guangdong Province, 519000 PR China.

A declaration of conformity to the requirements of the Directives is available

upon request from the Authorized Representative.

This product satisfies the Class B limits of EN 55032 / EN 55035 and safety

requirements of EN 62368-1.

This printer is fully compliant with the ROHS Directive 2009/95/EC and the

‘e’ requirements of the revised Directive 2011/65/EU for managing toxic and hazardous

substances.

A battery is built in the product with the faxing feature. When the product battery is
scraped, it should never be disposed with other household waste. In order to protect
the natural resources and promote the reuse of materials, please separate the

battery from other types of waste, and deliver it to your local battery recycling
systems for recycling.

Warning: 1. The battery of this product is non-rechargeable, and it should never be
dismantled, crushed, heated or burned. Improper replacement operations may

cause ire and burns; 2. The battery should be placed beyond the reach of children
to prevent them swallowing.

To protect natural resources and promote the utilization of materials, please
separate the battery from other types of waste for recycle by your local battery
recovery system.

Warning: 1. The battery of this product is non-rechargeable, and it should never be
dismantled, crushed, heated or burned. Improper replacement operations may
cause ire and burns; 2. The battery should be placed beyond the reach of children
to prevent them swallowing.

SVHC (Substances of Very High Concern) content stated in REACH Regulation: Battery built in the
equipment with faxing feature contains SVHC including: 1,2-dimethoxyethane;ethylene glycol
dimethyl ether (EGDME) with concentration of 0.707%.
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1. Before Using the Printer

1.1. Introduction of Models

This product have the following configurations:

Series Name

M6200/M6500 Series

Picture

Basic Functions

Print, Copy, Scan

Basic Models USB Model, NET Model, Wi-Fi Model
» The maximum print speed of A4 paper is 20/22ppm, and that of letter paper is
21/23ppm.
Basic » The maximum volume of feeder tray is 150 pages and the maximum volume of
Specifications output tray is 100 pages.

* Support full-color scanning.
*» Support the function of scanning to email.

Series Name

M6550 Series M6600 Series

Picture

2l
n

———

Basic Function

Print, Copy, Scan, Fax

Basic Models

USB Model, NET Model, Wi-Fi Model

Basic
Specifications

» The maximum print speed of A4 paper is 22ppm, and that of letter paper is
23ppm.

» Support scan for automatic document feeder.

» The maximum volume of feeder tray is 150 pages and the maximum volume of
output tray is 100 pages.

* Support full-color scanning.

* Support the function of scanning to email.

* Support Fax function (Only M6600 Series).




1.2. Supplied Accessories

Name

USB Interface Cable

Power Cord

CD-ROM

Quick Setup Guide

Pantum Warranty

Phone

Phone Cord

Spiral Cable

Note: * The Pantum Warranty may not be attached in some regions.
» M6600 Series come with phone, phone cord and spiral cable in some countries.
* Volume control is not available with the phone.




1.3. Product View

| Side view (1)

No.

M6200/M6500 Series

1 Cover

2  Output Bin

3 Control Panel

No. M6550/M6600 Series

1 Automatic document feeder
2 Cover

3 Output Bin

Control Panel




| Side view (2)

No. M6200/M6500 Series

1 Glass Platen

2 Scanning Platform

3 Output Tray

4 Automatic Feed Paper Deflector
5 Paper Stop

6 Feeder Tray

7 Automatic Feeder Tray

8 Power switch

No. M6550/M6600 Series

1 Glass Platen

2 Scanning Platform

3 Output Tray

4 Automatic Feed Paper Deflector




Paper Stop
Feeder Tray
Automatic Feeder Tray

Power switch

Note:

» The power switch of the printer is divided into two types: “touch type” and
“self-locking type”. The actual appearance of the purchased printer will prevail.

* The “touch type” power switch of the printer only has one mode, and can be reset by
short-pressing.

1) ON: short-press the power switch in the OFF state to turn on the power supply of
the printer.

2) OFF: long-pressure the power switch for about 3s in the ON state to turn off the
power supply of the printer.

* The “self-locking type” power switch of the printer has two modes: lock and
disconnect.

1) ON: short-press the power switch in the OFF state to turn on the power supply of
the printer.

2) OFF: short-press the power switch in the ON state to turn off the power supply of
the printer.

| Rear View

No.

Diagram

M6200/M6500 Series

USB Interface
Network Interface
Power Interface

Rear Cover



No. M6550/M6600 Series

Diagram

1 USB Interface

2 Network Interface

3 Extension Interface (For M6600 Series only)

4 Phone Cord Interface (For M6600 Series only)

5 Rear Cover

6 Power Interface

< Note: « The diagram may vary slightly with different models and functions.

1.4. Laser Toner Cartridge

| Service Life of the Laser Toner Cartridge

Type Average Print Volume

Laser Toner Cartridge with Standard  About 1600 Pages
Capacity (The above data is based on ISO/IEC 19752 standard)

< Note: » The model is subject to increase without notice.

» Consumables capacity may vary with different using types.

* It's not recommend using consumables other than the original Pantum consumables.
* Any damages caused by using non-Pantum original consumables are not covered by
the Warranty.




1.5. Easily-Refilled Laser Toner Cartridge
1.5.1 Structure of Easily-Refilled Laser Cartridge

No. Name
1 Waste Toner Port
2 Toner Refilling Port
3 Waste Toner Box

4 Toner Box

1.5.2. Steps of Filling the Easily-Refilled Laser Cartridge

Steps Diagram Description
1 v 5.4y Hold the laser toner cartridge with the toner port side down and
e MR ‘\ shake it vertically around 5-6 times.
2 = — Open the cover of the waste toner port.
o g
\ et
)
3 & e _., Pour out the waste toner from the waste toner box.
<N
R
s B
4 NG~ Close the cover of the waste toner port.
=
5 NiZg -~ Open the cover of the toner refilling port.

ool



\ ' h\ Align the mouth of the toner bottle to the toner refilling port.

3__\ Pour the toner into the toner box.
3

Close the cover of the toner refilling port.

The toner refilling is completed.




1.6. Control Panel

M6200/M6500/M6550 Series

-

Wiy

Scan

)

Copy

Energy-saving

= 1D Copy
Status e, Receit Copy Cancel

5 0e50& ©10

1 o

Short press Wi-Fi button to turn on direct Wi-Fi connection of the printer
and automatically print out "Mobile Device Wi-Fi Connection Wizard"
page (for models with Wi-Fi function only).

Long press Wi-Fi button for over 2s to start WPS when Wi-Fi is not
connected or to disconnect Wi-Fi when it has already been connected
(for models with Wi-Fi function only).

Open save toner function(applicable to non-Wi-Fi model only).

Start

Press this button to switch to power saving status or wake the machine

This light indicates the ready, alarm and other status of the printer

Press this button to enter into scan mode

Press this button to enter into copy mode

Press this button to enter into ID Card Copy mode
Press this button to enter into Bill Copy mode

Press this button to access the menu options to make the settings

1 Wi-Fi button
Power
2 Saving/Wake-up .
from power saving status
Button
. Green light: Normal
3 Status Light . .
Orange light: Warning
Red Light: Error
4  Scan Button
5 Copy Button
6 ID Card Copy Button
7  Bill Copy Button
8 Menu Button
9 Back Button

10 Cancel Button

Press this button to go back to the upper-level page

Press this button to cancel the operation



11 Start Button

12 OK Button

13 “A” and uvu

M6600 Series

1 Speaker

2 Redial/Pause

3 Contacts

4 Junk Fax
Power

5 Saving/Wake-up
Button

6 Wi-Fi Button

7 Fax

Fax e\ Scan OBy 1D Copy Resci ¥
¢ ———-@ z B Y
@i ABC DEF ‘T

Press this button to start the corresponding operation after the operation
setting

Press this button to save the setting

Press these two buttons to browse each menu and its options

Speaker RedialPause Contacts  Junk Fax  Energesadng Toner-saving

| |

Press this button, enter the number to dial, and then press the Start button
to Fax.

This button allows you to redial the last number you dialed or insert pause
when you set up speed dial or dial manually.

This button allows you to dial the speed dial number directly.

When you receive a Fax, press this button to add the currently received Fax
number to the junk Fax number list;

Press this button to switch to power saving status or wake the machine from
power saving status

Short press Wi-Fi button to turn on direct Wi-Fi connection of the printer and
automatically print out "Mobile Device Wi-Fi Connection Wizard" page (for
models with Wi-Fi function only).

Long press Wi-Fi button for over 2s to start WPS when Wi-Fi is not
connected or to disconnect Wi-Fi when it has already been connected (for
models with Wi-Fi function only).

Open save toner function(applicable to non-Wi-Fi model only).

Press this button to enter into the Fax mode.

10



10

11

12

13

14

15

16

17

18

19

Scan Button
Copy Button

ID Card Copy
Button

Bill Copy Button

Number Buttons

Menu Button
Back Button
“AH and Uv”

OK Button

Status Light

Cancel Button

Start Button

Press this button to enter into the scan mode

Press this button to enter into the copy mode

Press this button to enter into the ID card copy mode

Press this button to enter into the bill copy mode

You can use these buttons to dial a phone or Fax number, or use them as a
keyboard for input into the device.

Press this button to access the menu options to make the settings.
Press this button to go back to the upper-level page

Press this button to browse through each menu and its options
Press this button to save the settings

This light indicates the ready, alarm or other statuses of the printer
Green light: Normal

Orange light: Warning

Red light: Error

Press this button to cancel the operation

Press this button to start the corresponding operation after the operation is
set.

11



2. Paper and Print Media

2.1. Paper Specification

Plain paper, thick paper, transparent film, carton paper,

Media T
edia Type label paper, envelope, thin paper

A4, A5, A6, JIS B5, ISO B5, B6, Letter, Legal, Executive,
Statement, Monarch envelope, DL envelope, C5 envelope,

M6200/M6500/ Media size C6 envelope, NO.10 envelope, Japanese Postcard, Folio,
M6550/M6600 Oficio, Big 16k, 32k, 16k, Big 32k, ZL, Yougata4, Postcard,

Series

Younaga3, Nagagata3, Yougata2, Custom
Media weight 60~163g/m?
Feeder tray volume 150 pages

Output tray volume 100 pages

Note: * It is recommended to use the standard paper and recycled paper for the printer.

* It is not recommended to use special paper extensively, which may affect the service
life of the printer.

* The print media that does not meet the guidelines listed in this User Guide may result in
poor print quality, increased paper jam and excessive wear of the printer.

* Properties such as weight, composition, texture and humidity are important factors
affecting the printer performance and output quality.

* Please note the following matters when selecting the print media:

1. Desired print effect: The print media selected should meet the requirement of the print
tasks.

2. Surface smoothness: The smoothness of the print media may affect the sharpness of
the print outcome.

3. Some print media may meet all the use guidelines contained herein, but they still can
not bring satisfactory effect. This may be due to incorrect operation, inappropriate
temperature and humidity, or other factors beyond the control of Pantum. Before
purchasing large quantities of print media, make sure that the print media meets the
specifications specified in this User Guide.

4. Using print media that does not meet these specifications may cause damage to the
printer.

12



2.2. Special Paper

This printer supports using the special paper for printing. Special paper includes: label paper,
envelope, transparent film, thick paper, thin paper, etc.

Note: * When using special paper or print media, be sure to select matched print type and
size in the print settings so as to get the best print effect.
* When using special media to print, it is recommended to load one piece of paper at
one time.

| Please observe the following standards:

Types of

. . Correct Practices Incorrect Practices
Print Media

Use labels with no exposed lining

paper only.

Labels shall be put flat when using.
Label Paper  Use labels of full sheet only.

There is no guarantee that all the

labels in the market can meet

corresponding requirements.

Use wrinkled, blistered or damaged label
papers.

Use wrinkled, nicked, stuck or damaged
envelopes.

Use envelopes with clips, snaps, windows,
or coated linings.

Use envelopes with self-adhesive stickers
or other synthetic materials.

Envelope Envelopes should be loaded evenly.

Transparent  Only use transparent films approved Use transparent print media that is not

Film for use in laser printers. suitable for laser printers.
Only use heavy paper that is Use the paper whose weight is more than
. approved for use in laser printers and the specification of the media
Thick Paper . L L
meets the weight specifications of recommended for this printer, unless the
this printer. paper is approved for use in this printer.

13



2.3. Non-printing Area and Non-scanning Area

The shaded part indicates the non-printing area and non-scanning area.

Usage

Print

Copy

Scan

Paper Size
Ad

Letter

A4

Letter

Ad

Letter

Top and Bottom Margins (A)

5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)

5 mm (0.197 inch)

Left and Right Margins (B)

5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)
5 mm (0.197 inch)

5 mm (0.197 inch)

14



2.4. Load the Paper

Steps are as follows:
a) Open the feeder tray.

M6200/M6500/M6550 Series M6600 Series

b) Slide the automatic feed guides to match both sides of the paper.

M6200/M6500/M6550 Series M6600 Series

c) Raise the output tray to avoid the paper from slipping and falling.

M6200/M6500/M6550 Series M6600 Series

d) Load the paper into the automatic feeder tray with the print-side up.

M6200/M6500/M6550 Series M6600 Series




e) Adjust the paper stop to match the paper size.

M6200/M6500/M6550 Series M6600 Series

\\\f
;/x__—

< Note:« If the paper loaded into the automatic feeder tray at one time exceeds 150 pages,
paper will jam or cannot be fed in.

* When using the printed paper, please make the side to be printed (the blank side) up.
* When printing on A5 paper, it is recommended that the paper is fed in landscape
orientation, which can extend the service life of the laser toner cartridge.

After printing, please immediately remove the paper, envelopes or transparent film paper.
A Stacking paper or envelopes may cause a paper jam or the paper curling.

16



2.5. Paper and Manuscript Use Process

Manuscript requirements:

Type Size

Plain paper, thick paper, transparent film, carton paper, label paper,

. A4, A5, B5, Letter, Custom
envelope, thin paper

2.5.1. Scanning With Tablet

Steps of Use:
1). Raise the cover.

M6200/M6500 Series M6550/M6600 Series

2). Load the manuscript face down.

M6200/M6500 Series

3). Align the manuscript to match the appropriate paper size.

- -

t
'
1
[
'
L}
'
]
[
'
L
T
1
1
i
t

§

< Note: « If the manuscript does not match with any size marker, please align the upper-left
corner of the manuscript with the arrow.
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4). Gently put down the cover.
M6200/M6500 Series M6550/M6600 Series

< Note:  Please put the paper or document on the scanner glass aft er the glue, ink or correction
fluid are completely dried.

» Paper or manuscript with rough texture, concave and convex, oil stain and good
smoothness has poor printing performance.

* Please make sure that there is no dust, fluff, etc. on the paper.

* Paper shall be put on a flat surface and stored under a cool and dry environment.

2.5.2. Scanning With Tablet

(For M6550/M6600 series only)
1) Open the manuscript support flap of the automatic document feeder.

2) Load the manuscript into the automatic document feeder with the front-side up and the top of
the manuscript entering into the feeder first.

<" Note: » The automatic document feeder can be loaded up to 35 sheets of paper and supports
only feeding paper individually.

18



3. Driver installation and uninstallation

3.1. How to install Windows printer driver

Windows driver installation software provides two installing methods: one-click installation and
manual installation.We recommend one-click installation, which can help to install driver
automatically in a faster and more convenient way.If you have any difficulty in using one-click
installation, please try manual installation.

[ 4 Note: « Driver installation interface may differ because of different models and functions, so
the schematic diagram is only for your reference.

3.1.1. One-click Installation

One-click installation provides three methods of installation: connect the printer via USB cable,
connect the printer via wired nectwork, and connect the printer via wireless network. You can
choose one of them according to your habit.

3.1.1.1. Method I: Connect the printer via USB cable

1. Connect the printer to computer via USB cable, power the printer and computer on.

2. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

» Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

3. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.



4. Click on the "One-click installation" button in Method | and enter into the installation process.

The process may need some time, and the duration is related to your computer configuration,
please wait patiently.

Weilcome to the Pantum product please install the driver by follow steps
Poweer on

Select the way of connection

If the butten dispalys “Disconneted™, please click on o to see the video, it will show you how to connect

LI e
A ) /
<= J 0?] e
B —d i ==

Way 1: Connect with USB

Way 2: Connect with wireline Way 3: Connec! with Wi-Fi
network

e

One-aick instalabon

Tips: If the onz-dick installation dees not satisfy your usage scenario, you can try Q manual irstzllation

dser Guide

Tipe:

Instaling the driver software wil take some time, Please be patient.

Please do not turn off the computer or run other operations that may
affect normal nstaflation.

5. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.



3.1.1.2. Method II: Connect the printer via wired network

1. Turn the power of printer and computer on.

2. Connect the computer to wired network.

3. Connect network cable to the network interface of printer, to make sure the printer is connected
to computer network (please refer to Chapter 4 for network setup).

4. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

* Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

5. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

6. Please click on the "One-click installation" button in Method Il and install driver software.

Note: * You can put your mouse cursor in the "One-click installation" button to check the popup
information in order to confirm if the current printer is the one you need to install through
IP address before you click the button.
* You can check the printer IP address through "Network configuration page" (Please
see Chapter 7.4 for how to print)
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* Click on the "One-click installation" button to enter installation process if your software has

searched only one printer. The process may need some time, and the duration is related to your

computer configuration. Please wait patiently.

Welcome to the Pantum product please instal the dniver by follow steps

Power on

Select the way of connecton

If the button dispalys "Disconneted”. please click on o to see the video. it will show you how to connect

@

TP-Test-xex

|
,’;m s

s A "
e w‘w\ 8
. e

Way 2. Connect with wircline Way 3. Cormect with Wi-F
nctwork

V= -
|/ /'
- {
<% g
P = 1 s

X 7

\//

Way 1: Connect with USB

[‘ Orve~dick instalator

Tips: If the one-dick installaton does not satisfy your usage scenarb, you can try q, manual instalation

User Guice

Tipe:

Instaling the driver software wil take some time, Please be patient.

Please do not turn off the computer or run other operations that may
affect normal nstallation.
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* If your software has searched several printers, click on the"One-click intallation" button, and the

printer list interface will pop up. Please select the printer that you need according to your printer
wired network IP address or host ID.

Welcome to the Pantum product please instal the dniver by follow steps

Power on

Select the way of connecton
If the button dispalys "Disconneted”. please click on @ to see the video. it will show you how to connect

: 3 (7.
— . ;/”‘v . w,nsmnl |
,’: / 'v'v F=n .
— ’«:./(‘x ) —-”A‘\\‘ < Z — . ) / “‘\‘4 .
P > — ot e - —~
Way 1: Connect with USB Way 2. Connect with wircline Way 3. Cormect with Wi-F
nctwork

Tips: If the one-dlick installation does not satisfy your usage scenarn, you cantry G}, manual instalation

User Guice

[ Please select the prnter you would like to Install

Confgure and install Wi-Fi via USB

Printer Name Port

© Wreine network printer

Printer Name P Address Host name
|¥] X X X Series PCL6 D001 10,10,143, 118 AXX-0B2ET7
[7] X X X Series PCL6 DO02 10.10.143,155 XXX-08304
(¥ Install the printer fiom the st with a hosthame (7) | Refresh |

Tips: If your pnter is mot n the list, please check the printer network status and see if itis n the same network as the
arrent PC

] (o)

Note: * If the printer you need is not shown in the list, please click "Refresh" button to search
again. If it is not found, please check if the printer and computer are in the same network.
(Please see Chapter 5.3 for how to check).
* When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host ID".

7. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.
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3.1.1.3. Method lll: Connect the printer via wireless network

Please check if the printer is connected with wireless network when installing the printer driver
software. If disconnected, please install it with reference to Chapter 3.1.1.3.1. If connected,
please install it with reference to Chapter 3.1.1.3.2.

Note: * You can print "Network configuration page" to confirm printer network connection
status to see if printer is connected with network (Please see Chapter 7.4 for how to
print).

3.1.1.3.1. The printer is not connected with wireless network
3.1.1.3.1.1. Configure wireless network via USB cable and install driver

Since some computers are not provided with wireless network function, this section is divided into
"Connect computer to router via Wi-Fi" and "Connect computer to router via wired connection” to
introduce installation process.

I. Connect computer to router via Wi-Fi

1. Computer is already connected to router via Wi-Fi.

2. Connect the printer to computer via USB cable, then power the printer on.

3. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

» Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system
configuration. Please double click "Computer"” icon, find "DVD RW driver", then double
click "DVD RW driver" to run the installation procedure.

4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Click the "One-click installation" button in Method Il to install driver software.

Note: * You can put your mouse cursor in the "One-click installation” button to check the popup
information in order to confirm if the current printer is the one you need to install through
IP address before you click the button.
* You can check the printer IP address through "Network configuration page" (Please
see Chapter 7.4 for how to print)
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* Click "One-click installation" button if your software has searched only one printer, and enter into
installation process to complete automatic network configuration and driver installation.

Welcome to the Pantum product .please install the driver by follow steps

Power on

Select the way of connection

I the button dispalys “Disconneted™. please click on o to see the video._ it will show you how to connect

ff TP V'C'hl rr'
/___ .”44/ TPTeatx
L o A
< e = m‘ = £7FTouty
= g I
<
Way 2: Connect with wireline Way 3: Connect lmh Wp—ﬁ
network

Tips: If the one-dlick hstallation does not satisfy your usage scerario, you can try q manual installation

User Guide

Tips:

Instaling the driver software wil take some time, Please be patient.

Please do not turn off the computer or run other operations that may
affect normal nstallation.




* If your software has searched several printers, click "One-click intallation" button, and the printer
list interface will pop up. Please select "Configure printer with Wi-Fi via USB and install" and
select USB printer, click "Confirm" button and enter into installation process to complete
automatic network configuration and driver installation.

Welcome to the Pantum product .please install the driver by follow steps
Power on

Selact the way of connection

¥ the button dispalys "Disconneted”. please click on 0 to see the video_ it will show you how to connect

f,-— TP-Tog-xxx rr
— B g m‘.'l I
/= /“r 2
< @’é\\\ 2 , " / @
==l =
e ;7
Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect lmh Wr—Fl
network

Tips: If the one-dlick hstallation does not satisfy your usage scerario, you can try q manual installation

User Guide

I Please select the printer you would like to install

©) Configure and instal Vi-H via LSB

Printer Name Port
[¥] x x x Series UsB001

) Wireless network printer

Printer Name TF Addrass Host name
[¥] % x x Series PCL6 0001 10.10.148.150 X X X-02D228
Inetal the printer from the list vith 2 hostname (2) Refiesh |
Tips: If your printer is not in the Ist, please check the printer network status and see if it is in the same network as the
current PC
Back OK.

Note: * When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host ID".

6. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.
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Il. Connect computer to router via network cable

1. Connect computer to router via network cable.

2. Connect the printer to computer via USB cable, then power the printer on.

3. Place the attached installation CD in the computer CD-ROM:

» Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe"” to run the
installation procedure.

» Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note:» Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Please click on the "One-click installation” button in Method Il and install driver software.

Note:- You can put your mouse cursor in the "One-click installation" button to check the popup
information in order to confirm if the current printer is the one you need to install through
IP address before you click the button.
* You can check the printer IP address through "Network configuration page" (Please
see Chapter 7.4 for how to print).
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* Click on the "One-click installation" button if your software has only searched only one printe,
and the wireless network configuration interface will pop up, input the SSID and password that
you need, then click "Confirm" button, and enter into installation process. The process may need
some time, and the duration is related to your computer configuration, please wait patiently.

Welcome to the Pantum product .please install the driver by follow steps

Power on

Select the way of connection

¥ the button dispalys "Disconneted”. please click on o to see the video_ it will show you how to connect

f-
e % B Yoax
/ S I |
/
= < // | / .
e J s Pas
i -
Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect vmh \Nr—F|
network

One-chick installaton = One-dick nstallation 3

Tips: If the one-dlick nstallation does not satisfy your usage scerario, you can try % manual installation

User Guide

1. Please dick on "Printing wirekess network information page” to get the network name end encryption methed. Please skip this step if you
already know the network name 2nd ercryption method.

Printing wireless network information page

2. Please enter wireless network user name end password,
Network Name(SSID):

Test-AP2

Encryption method:

[wm/prz -

Password:

[ show password:

Bak | [ o




* If your software has searched more than one printers, the printer list interface will pop up.You
need to configure the current printer which is connected via USB cable to wireless network and
install driver. Please select "Configure the print via USB and install" on the printer list interface
and check the USB printer option. Click the "Confirm" button, and the wireless network
configuration interface will pop up. Input the wireless SSID and password that you need, then
click "Confirm" button, and enter into installation process. The process may need some time, and
the duration is related to your computer configuration, please wait patiently.

Welcome to the Pantum procuct .please install the driver by follow steps

Power on

Select the way of connection

¥ the button dispalys "Disconneted™. please click on 0 to see the video. it will show you how to connect

, @
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A . ¥ / 55
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- S Ly o g
<
Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect with Wi-Fi

network

Tips: If the one-dlick nstallation does not satisfy your usage sceraria, you can try % manual irstallation

User Guide

§ Please select the printer you would like to install

© Configure and instal Vi-H via LSB

Printer Name Port
[¥] x x x Series UsB001

) Wireless network printer

Printer Name 1P Addrass Host name
[¥] x x x Series PCL6 0001 10.10.148.150 X % %X-02D228
Instal the printer from the list with a hostname () | Refiesh |

Tips: If your printer is not in the Ist, please check the prntar network status and see if it is in the same network as the
currant PC
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1. Please dick on "Printing wirekess network information page” to get the network name end encryption methed. Please skip this step if you
already know the natwork name and ercryption method.

Printing wireless network information page

2. Please enter wireless network user name end password,

Network Name(SSID):

Test-AP2

Encryption method:

|wpapipa2 -

Password:

| Show password.

Note: * When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host ID".

6. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.

3.1.1.3.1.2. Connect PC to printer via Wi-Fi hotspot and install the driver

Connect the computer to printer via Wi-Fi hotspot that applicable to wireless network without
infrastructure mode.But it needs scenario of temporary use of printer via wireless network. You
can connect the computer which equipped with wireless function to printer to realize printing
function.

1. Turn the power of printer and computer on.

2. Connect computer to the Wi-Fi Direct network of the printer (please refer to Chapter 5.2.2 for
setup method).

3. Place the attached installation CD in the computer CD-ROM:

» Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe” to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.
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4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Click on the "One-click installation" button in Method Ill, and enter into installation process. The

process may need some time, and the duration is related to your computer configuration, please
wait patiently.

Welcome to the Pantum product .please install the driver by follow steps
Power on

Select the way of connection

¥ the button dispalys "Disconneted™. please click on @ to see the video._ it will show you how to connect

Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect with Wi-Fi
network

Tips: If the one-dlick nstallation does not satisfy your usage scerario, you can try q manual irstallation

User Guide

Tipe:

Instaling the driver software wil take some time, Please be patient.

Please do not turn off the computer or run other operations that may
affect narmal nstallation.

6. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.



3.1.1.3.2. The printer is already connected to wireless network

1. The printer is already connected to wireless network, you can print the "Network configuration
page" to check.(See Chapter 7.4 to for how to print).

2. Connect the computer to printer network.

3. Place the attached installation CD in the computer CD-ROM:

» Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

* Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Click the "One-click installation” button in Method IlI to install driver software.

Note: * You can put your mouse cursor in the "One-click installation" button to check the popup
information in order to confirm if the current printer is the one you need to install through
IP address before you click the button.
* You can check the printer IP address through "Network configuration page" (Please
see Chapter 7.4 for how to print)
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* Click on the "One-click installation" button to enter installation process if your software has

searched only one printer. The process may need some time, and the duration is related to your
computer configuration. Please wait patiently.

Welcome to the Pantum product .please install the driver by follow steps

n Power on

Select the way of connection

¥ the button dispalys “Disconneted™. please click on o to see the video. it will show you how to connect

frw Toston
.’4”}) TETestr ;I |
'7
5 ””?M.,,
R /
Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect with Wi-Fi
network

g
Disconnected

Tips: If the one-dlick hstallation does not satisfy your usage scerario, you can try % manual irstallation

User Guide

Tipe:

Instaling the driver software wil take some time, Please be patient.

Please do not turn off the computer or run other operations that may
affect normal nstallation.
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« If the software has searched several printers, the printer list interface will pop up. Please select
the printer you need according to your printer wired network IP address or host ID .

Welcome to the Pantum product .please install the driver by follow steps
Power on

Select the way of connection

¥ the button dispalys "Disconneted™. please click on @ to see the video. it will show you how to connect

VC,YI‘(‘«/:I

| - 1
y g Fass
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e @ %A_
= !
X P
S !

Way 1: Connect with USB Way 2: Connect with wireline Way 3: Connect with Wr—F\

network

Tips: If the one-dlick hstallation does not satisfy your usage scerario, you can try Q manual irstallation

User Guide

[ Please select the printer you would like to install

() Configure and Instal Wi via USB

Printer Name Port

©) Wireless network printer

Printer Name IP Addrsss

Host name
[¥] % x x Series PCL6 0001 X X% X-02D228
[] % % X Series PCL6 0002 X X X-02084A
7 Inctal the printer from the list with a hostname E‘ |_R$5h_|

Tips: If your printer is not in the Ist, please check the prnter network status and see if it is in the same network as the
current PC

.« If the printer you need is not shown in the list, please click "Refresh" button to search
again. If it is not found, please check if the printer and computer are in the same
network. (Please see Chapter 5.3 for how to check).

* When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer

driver with the host ID, please check the option "Install the printer in the list with host
ID".

6. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.



3.1.2. Manual installation

» Before installing the drive, you need to learn about printer model by printing printer information
page out and check the product name (please refer to Chapter 7.4 for printing methods).

3.1.2.1. Installation via USB connection

1. Connect the printer to computer via USB cable, power the printer and computer on.

2. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay” interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

3. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

4. Click on the "Manual installation" at the bottom of driver installation interface, and enter into
manual intallation interface.

5. Please select installation language and printer model.

6. Select "Connect via USB" and click on "Install".

Instzllation Language: |Eng|ig., = |

Select Printer: | X X X series v |

Installation mode:

©) USB Connection
Connect printer and computer with USB cable

Cable network connecton

€ C

Connect printer and computer with network cable

'Wireless network connecton

Connect the printer with the computer by wireless retwork; you can connect
the proter to the wireless network manually

Back to _One cick instalation Instll

7. The software installs the driver automatically and the installation process may need some time.
The duration is related to your computer configuration, please wait patiently.
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8. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.

3.1.2.2. Installation via wired network connection

1. Turn the power of printer and computer on.

2. Connect the computer to wired network.

3. Connect network cable to the network interface of printer, to make sure the printer is connected
to computer network (please refer to Chapter 4 for network setup).

4. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

» Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: » Some computers may be unable to auto play the CD beacase of system configuration.
Please double click "Computer" icon, find "DVD RW driver", then double click "DVD RW
driver" to run the installation procedure.

5. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

6. Click on the "Manual installation" at the bottom of driver installation interface, and enter into
manual intallation interface.

7. Please select installation language and printer model.

8. Select "Wireline network connection" and click on "Install".

Instalation Languace: | Engish 34 |

Select Printer: I X XX Series 'I

Instalation mede:

USB Connecton
Connect printer and computer with USB cable

@ Cabl= retwork connection

€ C

Connect printer and computer with retwork cabe

. Wireless n=twork connection
w Connect the printer with the computar by wirsless netwark; you can connect
the printer to the wirgess network marualy

Back to _Cne diick installstion Install |
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9. The installation software will search the printer automatically and the searching process may
need some time.
10. After finishing searching, select the printer that needs to be connected and click “Next”.

©) Detected Frinter

‘ Prnter Name IP Address Host name
| J1X X X Series PCL6 DOO1 10.10. 148 140 X X X -779BBE

[¥] Install the printsr from the list with a hostname | Refresh |

Add the IP address or hostname manusally

Previous | Next Exit

Note: « If the printer you need to connect is not in the list of printers searched, please click
“Refresh” to search again.
» When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host
ID".
* If IP address or host name is added manually, you need to know the IP address of the
printer connected or host name. If they are not made clear, please print the “NetConf
Pg” and view “IP Address” and “Host name” (Please refer to Chapter 7.4).

11. The software installs the driver automatically and the installation process may need some
time. The duration is related to your computer configuration, please wait patiently.

12. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.

3.1.2.3. Installation by wireless network connection mode

Wireless network connection type is divided into basic structure mode and Wi-Fi Direct mode
(please refer to Chapter 5 for details).

3.1.2.3.1. Installation in basic structure mode

1. Connect computer to access point (wireless router).

2. Connect the printer to computer via USB cable, then power the printer on.

3. Place the attached installation CD in the computer CD-ROM:

* Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.
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* Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

» Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: * Some computers may be unable to auto play the CD beacase of system
configuration. Please double click "Computer" icon, find "DVD RW driver", then double
click "DVD RW driver" to run the installation procedure.

4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Click on the "Manual installation" at the bottom of driver installation interface, and enter into
manual intallation interface.

6. Please select installation language and printer model.

7. Select "Wireless network connection" and click on "Install".

Installaton Language: fEnin:h Y

Select Printer: [ XX X Series v

Installaton mode:

) US3 Connzcton

Connect printer and computer with USB cable

) Cable network connaction

€ C

Connect printer and computer with network cable

- ©) Wireless network connection
w Connect the printer with the computer by wireless network; you can connect
the printer to the wireless network manually

Badck to Cne dlick installaticn | Install
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8. Select “Yes, | want to configurate the printer's wireless network” on the wireless setup window
popped out, and operate according to the prompts to set up the printer to wireless network
(please refer to Chapter 5.1.1 for setup method).

The instzllation program will determine whether wireless network of the printer is to be
configured based on your choice in this step;

« if you need to configure or change wirsless network of the printer, please select ™
yes”after ths printer connects USB;

« if not, please select "no™,

@ res, I want to configurate the printer’'s wireless network.

No, the printer has been connected to wireless network,

Previous | Next | Exit

9. The installation software will search the printer automatically after wireless network is
configured successfully. The search process may need some time.
10. Select the printer needs to be connected and click “Next”.

@ Cetected Printer

Printer Name IP Address Host name
| [@] X X X Series PCL6 0001 10.10.148. 140 X X X -7798BB
[Z]1nctall the printer from the list with a hestname 7R:ﬁ'71:shi

Add the IP address or hestname manually

| Previous ‘ | Next ‘ Exit

Note: « If the printer you need to connect is not in the list of printers searched, please click
“Refresh” to search again.
* When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host
ID".
* If IP address or host name is added manually, you need to know the IP address of the
printer connected or host name. If they are not made clear, please print the “NetConf
Pg” and view “IP Address” and “Host name” (Please refer to Chapter 7.4).
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11. The software installs the driver automatically and the installation process may need some
time. The duration is related to your computer configuration, please wait patiently.

12. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.

3.1.2.3.2. Wi-Fi hotspot mode installation

1. Turn the power of printer and computer on.

2.Computer is connected to printer’s Wi-Fi hotspot network (refer to Chapter 5.2.2 for how to
make configuration).

3. Place the attached installation CD in the computer CD-ROM:

» Windows XP system: automatically run the installation procedure.

» Windows 7/Vista/Server 2008 system: Pop up "Autoplay" interface, click “Autorun.exe” to run
the installation procedure.

* Windows 8 system: When the " DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the pop-up window, then click "Autorun.exe" to run the
installation procedure.

* Windows 10 system: When the "DVD RW driver" window pops up from the right top corner of
computer desktop, click anywhere in the window, then click "Autorun.exe" to run the installation
procedure.

Note: » Some computers may be unable to auto play the CD beacase of system
configuration. Please double click "Computer" icon, find "DVD RW driver", then double
click "DVD RW driver" to run the installation procedure.

4. Read and agree to the terms contained in the End User License Agreement and the Privacy
Policy, click the “Next” button in the lower right corner of the interface to enter the driver
installation interface.

5. Click on the "Manual installation" at the bottom of driver installation interface, and enter into
manual intallation interface.

6. Please select installation language and printer model.

7. Select "Wireless network connection" and click on "Install".

Installaton Language: iﬁ]g]j;h ¥

Select Printer: [ X% X series N

Installaton mode:

1 USB Connzcton
Connect printer and computer with USB cable

) Cable network connection

€ C

Connect printer and computer with network cable

- ©) Wireless network connection
w Connect the printer with the computer by wireless network; you can connect

the printer to the wireless network manually

Back to Cne diick installaticn | Install
L "
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8. Select “No, the printer has been connected to wireless network” on the wireless setup window
popping out, and then click “Next”.

The instellation program wil determine whether wireless network of the printer is to be
configured based on yeur chaoice in this step;

»if you need to configure or change wirdless network of the printer, please select "
yes" after the printer connacts USS;

»if not, please select "no”,

Yes, I wart to configurate the printer's wirsless network.

@) No, the prnter hzs been connected to wireless netwerk.

Y r \ —
Previous | | Next | Exit |

9. The installation software will search the printer automatically and the searching process may
need some time.
10. Select the printer needs to be connected and click “Next”.

@ Cetected Printer

| Printer Name IP Address Host name
V] X X X Series PCLE 0001 10.10.148. 140 X X X -779BEB
[Z]1nctall the printer from the list with a hestname Refresh

") Add the TP address or hestname manually

| Previous | | Next | Exit

Note: « If the printer you need to connect is not in the list of printers searched, please click
“Refresh” to search again.
* When the printer IP address changes under printer driver installed with host ID , you
can also directly print without re-installing the driver. If you need to install the printer
driver with the host ID, please check the option "Install the printer in the list with host ID".
« If IP address or host name is added manually, you need to know the IP address of the
printer connected or host name. If they are not made clear, please print the “NetConf Pg”
and view “IP Address” and “Host name” (Please refer to Chapter 7.4 ).

41



11. The software installs the driver automatically and the installation process may need some
time. The duration is related to your computer configuration, please wait patiently.

12. After the installation, click "Print &Test Page" button. If your printer prints the test page
successfully, it means that you have installed the driver correctly.

3.1.3. Method of driver unistallation

Windows 7 is taken as the example in the following operation. The information on your computer
screen may differ because of multiple operating systems.

1. Click the Start menu of computer and then click All programs.

2. Click Pantum, and then Click Pantum XXX Series.

Pantum XXX Series where XXX represents product model.

3. Click uninstall to delete the driver according to instructions on uninstall window.

4. Restart computer after finishing unloading.

3.2. macOS system driver installation

* Driver installation under macOS system is divided into 2 steps, driver installation and adding a
printer. If you are going to print in AirPrint mode, there is no need to install a driver and you just
need to add a printer directly.

* When you are installing a driver with wired or wireless network, you may need to know the
Bonjour name of printer. Please print the “Network setup page” to view it. (Please refer to Chapter

7.4).
3.2.1. Driver installation

macOS 10.11 is taken as the example in the following operation. The information on your
computer screen may differ because of multiple operating systems.

1. Turn the power of printer and computer on.

2. Insert the CD companying with printer in the CD driver of your computer, and double click
Pantum XXX Series installation package. (XXX in Pantum XXX Series represents product
model.)

Welcome to the XXX Series Mac Driver Installer

You will be guided through the steps necessary to install this

Introduction
software.

Continue
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3. Click “Continue”.

4. Read licensing agreement and then click “Continue”.

@ Introd
@ Licen
Destit
Install

Install

To continue installing the software you must agree to the terms of
the software license agreement.

Click Agree to continue or click Disagree to cancel the installation and
quit the Installer.

- - < = S : |

Summary

5. Click “Agree” on th

TR OWT TYYAINTL | TWW JOWLLLT U Wy 1T Wauimvwn oy Tl'lf\l“f\.‘ld
ACCEPT ALL OF THE TERMS CONTAINED IN THIS END USER LICENSE
AGREEMENT (“EULA"). BEFORE YOU CLICK ON THE "l agree” BUTTON
AT THE END OF THIS DOCUMENT OR INSTALL, COPY, DOWNLOAD, OR
OTHERWISE USE THE SOFTWARE, PLEASE READ THE TERMS AND
CONDITIONS OF THIS EULA. IF YOU DO NOT ACCEPT THESE TERMS
AND CONDITIONS, LICENSOR IS UNWILLING TO LICENSE THE
SOFTWARE TO YOU, IN WHICH CASE YOU SHOULD CLICK THE "l
disagree” BUTTON, AND YOU ARE NOT PERMITTED TO INSTALL, COPY,
DOWNLOAD OR OTHERWISE USE THE SOFTWARE AND YOU MUST
IMMEDIATELY REMOVE THE SOFTWARE FROM YOUR SYSTEM. BY
CLICKING ON THE “l agree” BUTTON OR INSTALLING, COPYING,
DOWNLOADING OR OTHERWISE USING THE SOFTWARE, YOU ARE
CONSENTING TO BE BOUND BY. WARRANTING YOUR COMPLIANCE

Print... Save... Go Back Continue I

e prompt window popping out to accept the licensing agreement.

6. Read the Privacy Policy and press "Continue".

To continue installing the software you must agree to the terms of
the software privacy policy.

o Intt
» Lici Click Agree to continue or click Disagree to cancel the installation and
| quit the Installer.

e Pri ]

De | Read Privacy Policy I Disagree Agree
g T S O IREWWKTE T AL00N WRMSWREST DA UMEETIERE W R0 K0 10000088 00T
Installation Bl Tl Tl W el N Nl wall
[p— ey Sy (e Ry s —y—— ) -

Summary O e ol ea | B el B ST e B Dl

Mgy - Ky B [y pyepyieyiog)
DO . L e B
frriifies sfieen] B e T TR N AP0 R
LA N T A T ARG
i o B My ¥ e i L i
AR LN DAL [ . P

RN S D T L R WL RO ROL |
BN Y TS T P LA

i g Rl TN o] N PR N MR R [T
LA R N PR LN [ AR LA A iR

Print... _ Save.. ~ Go Back

7. In the popped-up prompt window, press "Agree" to accept the Privacy Policy.

8. Click “Install”.
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9. Input computer password and click “Install Software”.

Introduction

License .
o Installer is trying to install new software. Type
Destination Select . your password to allow this.
Installation Type L Ey
» Installation Username: test-001

Summary |
Password:

Cancel

10. Click “Continue Installation” on the prompt window popping out.

11. The system will finish driver installation automatically.

« If using a USB cable to connect a computer with a Wi-Fi model printer, a wireless network
configuration prompt window will pop up during driver installation, as shown in following picture.

Do you want to run "Wireless Network Configuration Tool" now?

Note: A wireless network printer needs configuration of wireless
network.

OK Cancel

Note: * click “Yes”, you can configure printer’s wireless network via wireless network
configuration tool (refer to Chapter 5.1.1 for how to make configuration).When
configuration is completed, unplug USB cable, and then on the pop-up “Add Printer”
interface, you may add the network-connected printer(refer to Chapter 3.3 for how to
add printer).

* Click “No”, you can add a USB-connected printer on the pop-up “Add Printer”
interface (refer to Chapter 3.3 for how to add printer).

If using a USB cable to connect a computer with a non-Wi-Fi model printer, a “Add Printer”
interface will pop up during the driver installation and you can add a printer here (refer to Chapter
3.3 for how to add printer).
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3.3. Add printer to macOS system
3.3.1. Add up the printer via USB

1. Connect the printer to computer with USB cable and then turn power on.
2. Enter the “System Preferences” — “Printers & Scanners” of computer.

3. Click * button to select “Add Printer or Scanner”.

4. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

5. Click “Add”.

3.3.2. Add up the printer via wireline connection

1. Turn the power of printer and computer on.

2. Connect the computer to wired network.

3. Connect the network cable to the network interface of printer, and make sure the printer is
connected to the computer network (Please refer to Chapter 4 for network setup).

4. Enter the “System Preferences” — “Printers & Scanners” of computer.

5. Click * button to select “Add Printer or Scanner”.

6. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

7. Click “Add”.

3.3.3. Add up the printer via wireless connection

1. Turn the power of printer and computer on.
2. Make sure the wireless network connection between computer and printer is set up.

Note: * In case of basic structure mode, connect wireless network printer to the access point
(wireless router). Please refer to Chapter 5.1 for connection method.
* When using Wi-Fi hotspot mode, wireless client is directly connected with wireless
network-enabled printer. Refer to Chapter 5.2 for how to make connection.

3. Enter the “System Preferences” — “Printers & Scanners” of computer.

4. Click * button to select “Add Printer or Scanner”.

5. Select printer and then select the corresponding printer mode from the “Use” menu popping
out.

6. Click “Add”.
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3.3.4. Add AirPrint printer

1. Turn the power of printer and computer on.

2. Make sure the connection between printer and computer is set up (USB connection or network
connection).

3. Enter the “System Preferences” — “Printers & Scanners” of computer.

4. Click * button to select “Add Printer or Scanner”.

5. Select printer and select “Secure AirPrint” (data encryption) or “AirPrint” (no encryption) in the
“Use” option box.

6. Click “Add”.

Note: * When the printer is connected to computer with USB cable, the system will recognize
and add AirPrint automatically.
« If AirPrint printer of network connection is added, then the connecting USB cable
should be disconnected first before adding the printer.
* AirPrint printer is named after the ending of "AirPrint".
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4. Wired Network Settings (For printer models
that support wired network printing)

Printers that support wired network printing can be connected to the network, thereby the printer
will work under the control through a wired network.

< Note: « Due to printer upgrades, some functions may be different, depending on the model
you purchased. If you have any questions, please contact Pantum Customer Service.

4.1. Install the Printer to Network

Please refer to Chapter 3.1 to see the installation steps of NET Model.
4.2. Control the Network Printer

User can control the network settings through the built-in WEB Server in the printer.

4.2.1. View or Change Network Settings

1) View the IP address of the printer on its control panel according to steps in Section 7.3.

2) Type the IP address into the Web browser&apos;s address bar to access the embedded Web
server of the printer.

3) Complete the settings of the Networking Protocol, wireless network, Wi-Fi hotspot, address list,
e-mail and other relative configuration information in the “Setting”.

FANTUM
E— AAPANTLIAEEM
ﬁ -—.e—a Sefting — e — Lg =
.- . I MAC Address an:ef:84:00:50:3¢
.
Pv4 TPy Address Assignment Mode Automatic ~

TPv4 Address

Subnet Mask

Gataway Address

Domain Name

Primary DNS Server

—ANTUM
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4.2.2. Set or Change Web Server Login Password

You can manage the printer through User Management.

Steps:

1) After opening the built-in WEB server, log in (default user name is admin, default password is
000000).

2) Click "User Management" to execute proper actions.
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5. Wireless network setup (applicable to Wi-Fi
models)

Depending on model, the printer with Wi-Fi printing function supports the two types of wireless
network connection of both infrastructure connection and Wi-Fi hotspot connection, while there is
usually only one connection between computer and printer at a time. If you have problems during
wireless network setup, please refer to Chapter 5.3 Wireless Network Setup Frequently Asked
Questions.

Basic structure mode: connecting to a wireless device via
router

1. Access point (wireless router)

2. Wireless network printer

3. Computer connecting to access point via wireless network
4. Computer connecting to access point via network cable

Wi-Fi Hotspot
The wireless computer is directly connected with the wireless
device.

5.1. Basic structure mode

You can connect a computer to your printer via access point (wireless router) as the medium.
Access point (wireless router) connection is divided into wireless network setup and Wi-Fi
Protected Setup (WPS).

[77 Note: « The machine with the fax feature supports automatic search of wireless network
through the printer's control panel to select the wireless network you desire and then
input its password for connection.

Important: Before wireless network installation, you must learn about the service set identifier
(SSID) and password of your access point in order to use them during wireless network setup. If
they cannot be determined, please consult your network administrator or access point (wireless
router) manufacturer.
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5.1.1. Wireless network setup tools

If your computer has been installed with a driver and had been connected to wireless network,
but the wireless network was changed, you can set it again with wireless network setup tools.

5.1.1.1. Preliminary preparations

1. Access point (wireless router).
2. A computer that has been connected to network.
3. A printer that has wireless network function.

5.1.1.2. Setup methods of wireless network setup tools

1. Take the wireless network setup tool in computer.

1) Windows system: Click the “Start menu” — “All programs” - “Pantum”— Product hame —
“Wireless network setup tool”.

2) Mac system: click "Go" - "Applications" - "Pantum" - "Utilities" - "Wireless Network
Configuration Tool" on the computer Finder menu bar.

2. Use USB cable to connect and configure. Select "Yes, | have an USB cable that can be used
for installation" in the following interface. Click "Next".

The recommended wreless network configuraton method s to use a USE ceble to connact to wireless computers.

Do you have a1JSB cabe?

Yes, Thave a USE cable availsble for

@ nstallation. 1 /—\\
N o~ ) 4

No, I don't have a USB cable

Note: If you don't have a US3 cable, you are still able to configure yeur printer wirelessly (advanced methed).

Next I L o i:an::al ‘ ]
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2.1 The computer has been connected to wireless network.
1) The currently wireless network currently connected to computer is selected as wireless
network configuration tool by default. Complete configuration according to interface prompt.

Your computer’s wireless network settings or wireless access pont has been detected.

The wrreless network name (wireless access paintfrouter name) was detected:

SSID: Test-AP2

Are you going to use these settings to conrect to the wireless retwork?

© Yes

Back | § Hext ] [ conl

[27 Note: ¢ The SSID you selected should be consistent with the SSID of access point (wireless
router) connected to your computer.

2) Please tick “No” to configure other wireless network needed to connect to. Complete
configuration according to interface prompt.

Please select the corresponding network name (SSID) from the following list, or manually enter the SSID and passwerd if
necessary, and then dick ™ext™ to configurs,

Network Name Encryption methed Signal Strength
Test-APZ WPA/WPAZ 100%
Test-AP3 WPAJWPAZ 100%

Refresh
Netwerk Name (SSID):
Test-AP3

Encryption method:
[weampaz v

Password:
[7] Show passwerd

Back Hext Cancel



Note: * Encryption method:
1) None: There is no encryption method used.
2) WPA/WPAZ2: it is the pre-shared key (PSK) of Wi-Fi protected access which
connects wireless device and access point via TKIP or AES encryption
(WPS-Personal). The working length of WPA/WPAZ2 is within the PSK of 8-63
characters.
» The display password is not ticked by default; if it is ticked, all passwords input can
be seen in clear text.
* Some models can automatically match the encryption method, no manual selection
is required.

2.2 The computer is not connected to wireless network Input the SSID (case sensitive) and
password of access point (wireless router) in the interface below. Complete configuration
according to interface prompt.

1. Please dick on Prnt wircless network information page” to get the netwerk name and encryption method, Pleese skip this
step if you already know the netwerk name and encryption method.

Printing wirdess natwork information pags

2, Please enter wreless network user name and password,

Netwerk Name (SSIC):

Enarypticn method:

None N4

Back Neyt Cancal

Note: * If you do not know the SSID of access point (wireless router), please click “Print
Wireless Network Information Page” to view the SSID of the needed access point
(wireless router).
* If the printer cannot be used normally after wireless network setup is finished, please
install the drive again.
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3. Use WPS connection .
Select “No, | don't have a USB cable” in the interface below and then click “Next”.

The recommended wireless network configuration method is to use a USB cable to connect to wireless computers,

Do you have a USB cable?

 Yes, Ih_ave 2 USB cable available for : 7z —
< nstallaticn. 3 \ >
(=) 2

@ No, I don't have 2 USB cable.

Note: If you don't have a USE cable, you are siill able to configure your printer wirelessly (advanced method).

1) Use WPS method to perform steps below to start wireless network on printer. (Please refer to
Chapter 5.1.2 for detailed WPS configuration)

Use WPS methed to perform steps below 1o start wireess network on printer,

L. Hold Vv butten on printer for 2s.

2. Set the access point to \WPS made.
For detailz, see the guids provided with the access m
point,

3. After dl of the above are done, please dick Next”.

1f you encounter any problems in the configuration process, place the printer deser to the locaton
of the Wireless Access Foint for the time being.

Back Next ] [ canal
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2) Judge if the printer is successfully connected according to the status of Wi-Fi indicator on
printer. If configuration failed, please click “Previous” to configure again; if configuration
succeeded, please click “Done” to complete configuration.

Check the Wi light on the the printer. What Is the status shown by the Wi light?

P Ifthe lightis off, configuration is tnsuccessful. Please dick "Back™ to
? reconfigure,

—_—
Lo ~) If the lightis on, configuration is succassful.
.

Not=: If thelight is biinking, the printer is beng configured. Please wait.

[ Cancel

Note: « If the printer cannot be used normally after wireless network setup is finished, please
install the drive again.

5.1.2. Wi-Fi Protected Setup (WPS) setup

If the access point (wireless router) supports Wi-Fi Protected Setup (WPS), the Wi-Fi key on the
control panel of printer and WPS key on access point (wireless router) can be pressed in order to
connect the printer to wireless network.

5.1.2.1. Preliminary preparations

1. The access point (wireless router) supports Wi-Fi Protected Setup (WPS).
2. A printer that has wireless network function.

5.1.2.2. Wi-Fi Protected Setup (WPS) method

1. Turn on the power of printer and access point (wireless router).
2. Make sure the printer is in ready state.

Note: « If the printer is in sleep mode, it can be woken up by pressing any key on the control
panel of printer.

3. Press the “Wi-Fi key” on the control panel of printer for more than 2s until the blue Wi-Fi
indicator of printer blinks, and then release pressing.

4. Press the WPS key on access point (wireless router) within 2min and then release it.

5. When the access point (wireless router) and printer start to connect, the blue Wi-Fi indicator of
printer starts to blink. The blue Wi-Fi indicator of printer will be normally on after successful
connection.
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If the connection is not established after more than 2min, the printer will return to its ready state,
the Wi-Fi indicator will be off and Wi-Fi Protected Setup (WPS) connection will fail. If it is needed
to connect again, please repeat steps 3-4 above.

Note: * After successful Wi-Fi Protected Setup (WPS) connection, please install a driver if
you want to print via wireless network.

5.1.3. How to disable the Wi-Fi network connected

Connect the wireless network in infrastructure mode by the steps above. If connected, the Wi-Fi
light on the control panel is normally on. Press and hold this button for more than 2s to disconnect
from Wi-Fi network (Wi-Fi light will be off).

5.2. Wi-Fi hotspot mode

You can establish a connection between a wireless network-enabled computer and a wireless
network-enabled printer without using an access point (wireless route).

5.2.1. Preliminary preparations

1. Printer with Wi-Fi hotspot function.
2. Computer with wireless network function.

5.2.2. Wi-Fi Hot Connection

Before connecting the printer hotspot, enable the Wi-Fi hotspot function of the printer by tapping
the "Wi-Fi" button on the printer panel.

Note: * Tap the "Wi-Fi" button on the printer panel, and the printer will automatically print the
"Mobile device Wi-Fi connection guide page" for Wi-Fi connection of a mobile device.

5.2.3. Wi-Fi Hotspot Configuration

When the wireless hotspot of printer is active, the user can connect to it directly by searching. The
wireless hotspot is enabled by default, and the default password is “12345678”. The
printer-specific SSID and password can be obtained from Wi-Fi Configuration Information Page,
which can be printed out by selecting Print Wi-Fi Configuration. After establishing the connection,
the configuration can be completed according to the Web configuration method.

5.3. Wireless network setup FAQs

1. The printer is not found.

« If the power of computer, access point (wireless router) or printer is turned on.

« If the computer is connected to printer with USB cable.

« If the printer supports wireless network connection.

2. SSID cannot be found when network is connected

* Inspect if the power switch of access point (wireless router) is turned on.

* The printer cannot find the SSID of the access point (wireless router) you need to connect,
please check the SSID of access point and try to connect again.
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* Every time when the setup of access point (wireless router) is changed, you must set up the
wireless network of printer again.

3. Connection failure

* Please inspect if the safe mode and password of access point (wireless router) and printer is
correct.

* Inspect the wireless receiving around printer. Signal receiving may be affected if the router is
away from the printer or there is an obstacle between them.

» Turn the power of access point (wireless router) and printer off and then restart them and set up.
4. The following aspects should be inspected if the printer has problems while they are
used in network:

* Inspect if the firewall software blocks communication. If the computer and printer are connected
in the same network but they cannot be searched, the communication might be blocked by
firewall software. Please refer to the user guide of firewall software to turn firewall off and then try
to search the printer again.

* Inspect if the IP address assignment of printer is correct. You can inspect IP address by printing
the network setup information page of printer out.

* Please refer to the following steps to check if printer and computer are in the same network:

1) Select "Command prompt" as shown below.

a. Windows 8/10 system: Select "Search" button in the Start Menu and input "Command
prompt"in search bar, then press the "Enter’button in the keyboard.

b. Windows 7/Vista/XP system: click "Start" menu-"All procedures"-"Attachment"-"Command
prompt ".

2) Input ping and your printer IP address in popup window, and press "Enter" button.

For example: ping XXX. XXX XXX XXX (“XXXXXX. XXX.XXX” is printer IP address)

3) If RTT is indicated in the window, that is to say your printer and computer are in the same
network.If RTT is not indicated in the window, please refer to Chapter 5 to re-configure the printer
wireless network.

Note: * Please refer to the user guide or consult the manufacturer for information related to
access point (wireless router).
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6. Mobile Print/Scan/Fax (for models with Wi-Fi
function only)

6.1. "Pantum" APP

Pantum APP is a free application with mobile printing, scanning and faxing functions, allowing

you to print or fax photos, files, pages and scan photos or files directly from mobile terminal. Your

printer may not support all of above mentioned functions, so please select relevant function of
Pantum APP for use according to your printer type. Please be sure the application has been
installed and connected to wireless network properly before use.

6.1.1. Operating systems supported
“Pantum App” is suitable for Android 5.1-10.0 and iOS 9.0-14.0 system versions.
6.1.2. How to download Pantum APP

How to download it for Android mobile device:

1. You can download it from its official website http://www.pantum.com > Service & support >

Driver download > Select printer model > Download and install.

2.You can use Google Play Store > Apps > to search Pantum Mobile Printing > Download and
install.

How to download it for iOS mobile device:

Click the App Store icon > Search interface > input “PANTUM” or “Pantum print” in the search
bar > Download and install on the interface of iOS device to download.

6.1.3. How to use this "Pantum" APP
6.1.3.1. For Android Devices

6.1.3.1.1. Preliminary preparations

1. A printer that has wireless network function.
2.Android mobile device.

6.1.3.1.2. Operation steps

1. Turn on printer power.

2. For an Android mobile device, tap the “PANTUM” icon on the main screen to enter the first
interface of “PANTUM”.

3. Select the connection method according to your habit to connect the printer.

4. Select the function you want and then do relevant settings to meet your functional demands.

Note: « If failure of operation, please check if your Android mobile device has access to the
wireless network into which your printer is connected.
« If the Android device cannot detect any printer, please inspect if power of the printer
is turned on and if the printer is turned on.
* For more details, please refer to the mobile print user guide attached.
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6.1.3.2. For iOS Devices
6.1.3.2.1. Preliminary preparations

1. A printer that has wireless network function.
2.i0S mobile device.

6.1.3.2.2. Operation steps

1. Turn on printer power.

2. For an iOS mobile device, tap the “PANTUM” icon on the main screen to enter the first
interface of “PANTUM”.

3. Select the connection method according to your habit to connect the printer.

4. Select the function you need and set it up to meet your function needs.

Note: « If printing fails, please inspect if the iOS device is connected to the wireless network
where the printer is connected to.
« If the iOS mobile device did not detect any printer, check whether the printer is
powered on and the printer is turned on.
» For more details, please refer to the mobile print user guide attached.

6.2. Mopria mobile print

Mopria mobile print requires installing Mopria Print Service on the Android device. You can print
photos, emails, webpages and files.

6.2.1. The operating systems and applications which support Mopria
mobile printing

1.Mopria mobile printing is suitable for Android4.4 or higher version.

2.Mopria mobile printing is supported by applications, e.g. Microsoft Office 1.01(16.0.4201.1006)
or higher version, Adobe Reader (V6.7.1) or higher version.

For more information about applications which support Mopria printing, please visit:
http://mopria.org/spotlight-wall

6.2.2. How to download Mopria Print Service

1. Download Mopria Print Service from Google Play and install it on the Android device.
2. For Chinese users, please download the Mopria printing service at http://cn.mopria.org for
downloading and installing this APP.

6.2.3. Preliminary preparations

1. A printer that has wireless network function.
2.Android mobile device.
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6.2.4. How to use Mopria mobile printing

Before printing, please set the Mopria print service as "ON".

1.Tap the "settings" of the Home Screen on Android mobile device, and select "print".

2.Set the "Mopria print service" as "ON".

All other printing plug-ins should be shut down when you use Mopria mobile printing function.
The printing steps may varied by applications, taking Adobe Reader as an example for
explanation.

1. Turn on printer power.

2.Connect the Android mobile device with wireless network of the printer (Please refer to Chapter

5 for how to connect).
3. Open the files you need to print with Adobe Reader on the Android device.

4. Click n

5.Tap "print".

6.Please make sure the Pantum printer is selected.

If you selected other printer (or failed to select any printer), please tap the pull-down menu of
printer, and select your Pantum printer.

7.Set printing parameters, e.g. print pages.

8.Tap "print".

Note: « If printing fails, please inspect if the Android device is connected to the wireless
network where the printer is connected to.
* If the Android device cannot detect any printer, please inspect if power of the printer
is turned on and if the printer is turned on.

6.3. AirPrint mobile print

Only printers that support AirPrint function can realize AirPrint printing. Please check if there is
AirPrint mark on the packaging of the printer, in order to identify if the printer supports AirPrint
function.

6.3.1. Operating systems supported by AirPrint mobile print
Applicable to iOS 9.0 or higher versions.
6.3.2. Preliminary preparations

1. A printer that has wireless network function.
2.i10S device mobile printing.

6.3.3. How to use AirPrint mobile printing

The printing steps may varied by applications, taking PDF as an example for explanation.

1. Turn on printer power.

2.Connect the iOS mobile device with wireless network of the printer (Please refer to Chapter 5
for how to connect).

3. Open the files you need to print in the format of PDF on the iOS device.
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4. Click B

5.Tap "print".

6.Please make sure the Pantum printer is selected.

If you select other printers (or no printer), please click printer option and then select your Pantum
printer.

7. Set printing parameters such as number of copies to print.

8.Tap "print".

Note: « If printing fails, please inspect if the iOS device is connected to the wireless network
where the printer is connected to.
* If the iOS device cannot detect any printer, please inspect if power of the printer is
turned on and if the printer is turned on.
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7. General Settings

This chapter mainly introduces some general settings of the menu on the control panel.

7.1. System Settings
7.1.1. Toner Save Setting

Users can select Toner Save Setting to lower the cost of printing. When the Toner Save mode is
"On", the output color of the copy will be lighter. Default Setting is "Off".

1) Press "Menu" button to enter the menu interface.

2) Press direction pad "A" or " ¥" to select "System Settings" and press "OK" button.

3) Select "Toner save set" by pressing “A” or “¥”, and press “OK” to enter the toner saving
mode.

M6200/M6500/M6550 Series M6600 Series

N (OEE@O)

Speaker RedalPause Conlacts Fax Filter Enemgy-savng Toner-saving

{ System Setting ] { System Setting }

1.Toner save set 1.Toner save set
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@6 @ 55
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@
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Note: » For non-Wi-Fi Model Printer, the Wi-Fi button works as one-key toner saving button.
* When this menu is placed on the bottom interface of selecting “Close/Open”, symbol
"*' of the options displayed in the menu will not update in time after changing toner
save setting via one-key toner saving button. Users need to go back to the previous
menu to re-enter this menu, the changed Toner Save Setting information will be
displayed.




7.1.2. Language Setting

"Language Setting" is used to select the language to be displayed on the control panel.
1) Press "Menu" button to enter the menu interface.
2) Press direction pad "A" or " ¥" to select "System Setting" and press OK button.

3) Press "A" or "¥" to select "Language set" and then press "OK" to do language setting.

M6200/M6500/M6550 Series M6600 Series

4 N [c/-.](rs@)(m)(@]@)\
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< Note: « Product’s actual region determines the Language Setting.
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7.1.3. Restore to Factory Settings

"Restore Factory Settings" is used to restore the default settings of the printer.
1) Press "Menu" button to enter the menu interface.
2) Press direction pad "A" or " ¥" to select "System Setting" and press OK button.

3) Select "Restore set" by pressing “A” or “¥”, and then press “OK” to restore factory settings.

M6200/M6500/M6550 Series M6600 Series

N (c/-.](rs@)(m)(@)@\

Speaker RedalPause Contacts Fax Filter Energy-saving Toner-saving
System Setting System Setting
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7.1.4. Sleep Time Setting

Set the Sleep Mode to lower the power consumption. Sleep Time Setting allows you to select the
idle time before the device enter into Sleep Mode. The default idle time is 1 minute.

1) Press "Menu" button to enter the menu interface.

2) Press direction pad "A" or " ¥" to select "System Setting" and press OK button.

3) Press direction key "A" or "¥" to select "Sleep time set" option, and press "OK" key to set the
corresponding sleep time.

M6200/M6500/M6550 Series M6600 Series
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< Note: * When the printer is in dormant status, you can wake it up just by pressing Power
Saving button, sending print/scan/Fax task, or opening or closing the output bin.




7.1.5. Auto shut-off setting

"Auto shut-off setting" to set off condition and off delay of printer.
1) Press "Menu" button to enter the menu interface.
2) Press direction pad "A" or " ¥" to select "System Setting" and press OK button.

3) Press direction key "A"or " ¥" to select options of "Auto off set", press "OK" to set off condition

and off delay.
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. Set auto off condition:

» Shutdown under no-port state (default configuration): no port is connected, Wi-Fi

function deactivated, printer is under standby or sleep mode.
» Shutdown under idle state: the printer is under standby or sleep mode.
« If auto off condition is satisfied, printer will be off at the preset time.

* After printer is off, power consumption is 0.5W or lower.
* Individual countries (or regions) do not support auto off setting.
* Default automatic shutdown time: 10 hours
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7.2. Network Settings

You can view or set the network status through Network Settings.
1) Press "Menu" button to enter the menu interface.
2) Navigate to "Network Set" option and press "OK" to configure the network.
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1D Copy Recaipt Copy

[@»)[ ()OO
ololo) ®E’]

OO
OO

\.®. 0 (®)
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7.3. Network Information

Users can check the network status through Network Information.
1) Press "Menu" button to enter the menu interface.
2) Navigate to "Network Info" option to check the relevant information on the network.

M6200/M6500/M6550 Series

M6600 Series

/

\

Menu Setting
5.Network info

1D Copy

3
Status Receipt Copy Cancel
N o

Scan
© &) U‘
Energy-saving Copy B @
® Za

Start

(OEE®@O)

Speaker RedalfPause Contacts Fax Fiter Energy-saving Toner-saving

System Setting
5.Auto off set

Scan Copy 1D Copy Recsipt Copy

®E 6® OO0
E

(+)(5)

PQRS TUuvV Wxvz

OOE® '8

)
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7.4. Information report

You can print information report by operating control panel. These pages can help you to learn
about product information, and diagnose and solve product failures.

1) Press "Menu" button to enter the menu interface.

2) Press "A" or "V¥" to select "Info.report".

3) Press “OK” key to enter information report print. You can print product report according to
needs.

M6200/M6500/M6550 Series M6600 Series

N\ (@@ @O)

Speaker RedalfPause Contacts Fax Fil H(-w Energy-saving  Toner-saving

Menu Setting

7.Info. report

E

Menu Setting
7.Info. report

|

Fax

Scan

Copy

1D Copy Recaipt Copy

(&) (&) [J O

©s

®

Slatus

o

Energy-savi

ing

@é’[uz

ID Copy

i

Receipt Copy

=

Cancel

OOGE).
OEO®.
OO®

N

OO®

. ®
n‘)

Cancel Sta

Printable product reports include Print Demo Page, Print information Page, Print Menu Structure,
Print Menu Setting, Print network configuration, Print network Service, Print mail address, Print

Group Mail, Print FTP address, Print Wi-Fi hotspot and Print Wi-Fi Configuration.

% Note:

* The product report above is the most complete version, and may be different from the

product report of model that you actually use.
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8. Print

8.1. Print Function

You can set the print function through "Start"-"Device and Printer"- select corresponding printer-
right click — set print function in "Print Preferences". Some functions are as follows:

Functions Diagram

Manual Duplex 1 2 r_‘>

Collate Print

IN\J
N/
A
INJ
N/

Reverse Print

1
3

1] [2]+
A
1

W
TN\J
—

¢l

Poster Print
(for Windows Operation System only)

®M|\ "\

Zoom Print

Custom Size 1

Note: * You can select the 2 x 2 Poster printing from Layout options in the settings interface
to use the poster printing function.
* You can open the Printing Preferences and click Help button to check the specific
function explanation. For information about how to open the help document, see

Chapter 8.2.
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8.2. Open Help Document

You can open the "Printing Preferences" and click "Help" button (for Windows Operation System
only). The help document contains the user guide where you can find the information on print
settings.

Basic |Paper lLayout I Watermark

Express Settings
v = e
Copies Resolution
Copies 1 = @ 600DPI
(@ 1200DPI

I gl

@ None (Simplex)

[[]Reverse ) mAnTL
(©) Long Edge :
T
(©) Short Edge f ¥

| Restore Defauit settings |

e e r S u
@UserGu ide of Printer Driver ”El: EXTg

I N T -y

I-Igr_r!g Print  Options

it i sl 1| [ -

= [ User Guide of Printer Driver
= () Printing Preferences

m

Q Paper
@ Layout The Basic tab provides information
@ watemark about the following topics:
53] 0 Printer Properties
& @ Print Settings o Express Settings
e Duplex
¢ Copies

¢ Resolution

¢ Restore Default Settings

Express Settings

-




8.3. Duplex Print

1) The printer driver supports manual duplex.

Note:s If the paper is thin, it may wrinkle.
« If the paper is curled, make it flat and put it back into the manual feeder tray.
« If the manual duplex function causes a paper jam, see Chapter 13.1 for handling it.

2) Ensure that certain amount of paper is loaded into the automatic feeder tray before printing.

Note:e For loading paper, see Chapter 2.4.
* For the media types that support printing, see Chapter 2.1. It is recommended to use

the standard paper.

» Some paper media are not suitable for the duplex printing. Trying the duplex printing
may damage the printer. When "Paper Type" is "Thick Paper" or "Transparent Film",
please do not try "Duplex Print". If you choose "Reversed Order" printing in Printing
Preferences dialog box, Manual Duplex will not be supported when "2 x 2 Poster"
printing.

» Paper may get jammed or cannot be fed in when the automatic feeder tray is loaded
with more than 150 sheets.

3) Printing steps are as follows (for Windows Operation System only) :
a) Open the document to be printed from the application (such as Notepad), and select "Print"
from the "File" menu.

| New Text Document.bt - Notepad = e <
Edit Format View Help

New Ctrl+N
Open... Ctrl+O
Save Ctrl+S

Save As...

Page Setup...
Print... Ctrl+P

Exit
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b) Select Pantum printer

General

Select Printer

%Add Printer

@ Microsoft Office Document Image Writer

5 XXX Series |

Status: Ready Print to file

Location::

Comment:

Page Range

@ Al Number of copies: 1 -
Selection Cument Page
Pages: ‘ I Collate S oy O o

1 o2 38
[ P ][ Cancel || 2oty |

Click "Preferences" to set printing.
c¢) Set options in "Manual Duplex" of the "Basic" tab and click "OK" after completing the settings.

Basic |Paper [ Layout | Watermark]|
Express Settings
7| i Save : Delete J
Copies Resolution
Copies 1 % © s000PI
(@) 1200DPI
= L‘
e (FBF e
@ None (Simplex)
[T]Reverse bl
(@) Long Edge S A
4
(@) Short Edge -j_}
| Restore Defauit Settings |
ok J[ concel J[ heo |




d) Click "Print".

Page Range

@ Al Number of copies: 1 |2
Selection Cument Page
Pages: ‘ 7 | Collate

¢"Note:e It is recommended to raise the output tray to prevent the paper from sliding out of it. If
you choose not to raise the output tray, we recommend that you immediately remove the
printed paper output from the printer.

e) Send the print task after choosing Manual Duplex, then the following prompt window will
appear, telling you the next specific operations. Interfaces are different depending on the models.

Duplex Recovery Tips

1. Fold and put the printed
0 paper back into the tray as
shown in the diagram on the
left.

2. Press "OK" button to
continue printing.

3. Please complete Duplex as
soon as possible to avoid
affecting other print jobs.

Duplex Recovery Tips |
1. Fold and put the printed
@ paper back into the tray as

shown in the diagram on the
left.

2. Press "OK" button to
continue printing.

3. Please complete Duplex as
soon as possible to avoid
affecting other print jobs.
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f) After turning over the paper according to the prompt, press "OK" button of the printer to go on
printing the other side.

Duplex Recovery Tips

1. Fold and put the printed
paper back into the tray as
shown in the diagram on the
left.

2. Press "OK" button to
continue printing.

3. Please complete Duplex as
soon as possible to avoid
affecting other print jobs.

g) You can click "Close" button to close this prompt window, and it will not appear until the next
Manual Duplex job comes in.

8.4. Cancel Print Job

You can press the Cancel button on the control panel to cancel the print job you want to cancel
during the printing process, or cancel the print job in the printing pool.
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8.5. Mac System Print

Operation Steps:
1. After installing the printer’s driver, click on "System Preferences" on the bottom left corner.

2. After the window pops up, click on "Print and Scan".

e 00 System Preferences

(<> ] [Showail | (Q 7

Personal
o - B o Q@

General Desktop & Dock Mission Language Security Spotlight Universal
Screen Saver Control & Text & Privacy Access
Hardware
& B o o= A
=2 _ W & = ﬁ k
CDs & DVDs Displays Energy Keyboard Mouse Trackpad Print & Scan Sound
Saver

Internet & Wireless

5 @ W ® 0 @

iCloud Mail, Contacts  MobileMe Network Bluetooth Sharing
& Calendars

System

R & G

Users & Parental Date & Time Software Speech Time Machine Startup Disk
Groups Controls Update

@ % @




3. After the window pops up, select "Print".

8 00 Print & Scan
(<> | [ Showall | (Q J

Printers i ‘Pn;‘;*@

. - Idle, Last Used 1 xxx series[0BA7CE]

| Open Scanner... ]

Location:
Kind: XXX Series

Status: Idle

|| Share this scanner on the network | Sharing Preferences...

‘ e
Default printer: | Last Printer Used =1
Default paper size: l-US Letter &

1 )

! Click the lock to prevent further changes. o/

4. Select printer

1) For USB Model printer: plug the USB cable, the corresponding printer will automatically show
in the left list.

2) For NET Model printer: plug the network cable, click on symbol "+" at the bottom of the left list
to add printer.

800 Print & Scan
| < | > |[ ShowAll (Q .

1
Printers |

= Idle, Last Used

XXX series[08A7CE]

| Open Print Queue... |

| Options & Supplies... |

Location: 2zz2's iMac
Kind: XXX Series

Status: |dle

|| Share this printer on the network | Sharing Preferences...

Add Other Printer or Scanner... ) )

; t printer: | Last Printer Used =

Nearpy rrinters

xxx series|[08A7CE] per size: | A4 )

il c
Lﬂ Click the lock to prevent further changes. &2
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3) For Wi-Fi Model printer: select the Wi-Fi icon on the top right corner of the page, click on "Open

Network Preferences" in the list.

Thu8:31PM zzz Q

Wi-Fi: Searching...
Turn Wi-Fi Off

v Pantum-AP-08A7CE

Join Other Network...

Create Network...
Open Network Preferences...

After the window pops up, click on SSID.

Network
)

® e 0
[« /> || Showal | {Q

Location: | 'Automaiic

5 Ethernet Aad YR I T
® Connected P Status: Connected }M\
= Wi-Fi is connected to Pantum-AP-089D82
0 = and has the IP address 192.168.223.100.
Co ed 2
flyreWnreL Network Name: | Pantum-AP-08A7CE =
@ Bluetooth PAN {) M Ask to join new networks
Not Connected y Known networks will be joined automatically.
If no known networks are available, you will
be asked before joining a new network.
= o (] Show Wi-Fi status in menu bar | Advanced... | (?7)
[ Revert Apply

| Assist me...

4]
7] Click the lock to prevent further changes.
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Select the corresponding SSID.

5
D

(8} Network

[« > |__Show Al

 —

Location: | Automatic

o Ethernet <m>

Connected

Status:

8 il

aleWe 0% (EEISYEUIE V' Pantum-AP-0BA7CE =

P Bluetooth P,;\N 9

Not Con

= ‘ _ \g.v} @Shoan-Fl statu

Rl
d Click the lock to prevent further changes.

Connected | Turn Wi-Fi Off |
Wi-Fi is connected to Pantum-AP-089D82

and has the IP address 192.168.223.100.

111

13

A_BABY

adbodetest

Ala

Around

ATO

belkin.3bef

belkin.5be6.5ghz

BeyondsoftQA

cC

Cisco

Cisco08634

DIRECT-0B-Deskjet 4720 s...

DIRECT-0C- DeskJet 3560 s...

DIRECT-1E- Officejet 4650

DIRECT-26-ENVY 5540 series

DIRECT-2A- Officejet 7510

DIRECT-2E-ENVY 5660 series

DIRECT-2E- Officejet 4650

DIRECT-3B-ENVY 7640 series

DIRECT-43-DeskJet 5570 s...

DIRECT-4B- ENVY 5660 series
v

5.0pen the document to be printed, click on "Document” — "Print".

0060 Untitled
9+ ) [ tiehetica 2l(Regotee:2 || WL

il Ces==

Printer.

Presets

Copies:

Pages

Paper Size

Orientation

: | xxx series{08AZCE]

: | Default Settings

]
: (@Al

(_)From: |1 | to: |1

PPEPRPEPDPDDRPEDPD PRPDPDPDRPERPDPDPDRPDRPDD

),

~=

2)) ) ) ) 9) 2)) 2)) ) ) ) ) ) ) ) ) ) ) ) 2)) ) ) ) )

s | A4 +  B.27 by 11.69 inches

4 )

TextEdit

[ Print header and footer
[M Rewrap contents to fit page

(7) [ PDF v|  Hide Dealls |

| Cancel

Print

£
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After the window pops up, set the printing parameters, and press the "Print" button on the top

right corner.

nee

Untitled

a4 | 1ofl

(?) [ PDF +| | Hide Details

Printer: | xxx series|[D8A7CE]

Presars: | Default Settings

Copies:

Pages: (=) All
(JFrom: 1 | oz |1

Paper Size: | A4 4| 8.27 by 11.69 inches

Orientation: i’i S
Media & Quality
Layout
Paper Handling
Cover Page

Cancel | [ Print |
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9. Copying
9.1. Copying function

. . M6200/M6500/ .

Copying function MS6000 Series M6550/M6600 Series
Image quality o o
Intensity ([ o
Resizing ([ o
Multipage o o
Common copying Clone o o
Poster [ ) [ ]
Collated copy @) o
Manual dual-side O [ ]
Paper setting o o
Arrangement mode [ ) [ )
ID card copying  Intensity [ o
Paper setting [ ) [ )
_ . Intensity o o
Receipt copying Paper setting ° °

(@: inclusive, O: exclusive)

9.2. Copying method

1. Press “copying key"/"ID card copying key”/"receipt copying key” on control panel.

2. Put the original document in automatic document feeder (ADF) (supporting common copying
only) with right-side up or put it on glass platform with right-side down (for the method on how to
put original document, see 2.5.).

3. Set copying quantity with “direction or number key” according to types (99pieces at maximum).
4. Press “Startup key” for copying.

9.3. Copying cancel

Press “cancel key” on control panel if canceling copying.



9.4. Common copying setting

Change relevant setting with “copying setting menu” for better copying effect.

1. Press “copying key” on control panel and then press “OK key” to enter “copying setting”
interface.

2. Press “direction key” to select options and then press “OK key” to enter setting interface.
3. Press “direction key to select option to be set and press “OK key” to set option.

Note: * The image quality, intensity, resizing and paper setting can keep valid after options
are set.
» For multipage, clone, poster, collated copy and manual dual-side setting, set
recovery mode as default setting after completing copying, switching panel key or
restarting machine.

9.4.1.Image quality

Select corresponding image quality mode for original document used in order to improve copying
effect.

There are 4 modes in total:

Automatic: default mode.

Text+ image: applicable to original text and image.

Image: applicable to original image.

Text: applicable to original text.

Note:- The image quality mode supports “automatic” mode only after “poster” and “collated
copy” are set.

9.4.2.Intensity

Adjust deep-light copying effect by setting intensity.
Intensity includes “manual” and “automatic adjustment”.
Manual adjustment: light @I Ddark GNEED

9.4.3.Resizing

When original document is copied, resize image copied.
The resizing includes “fixed” and “manual adjustment” and the default value is 100%.
1. Fixed resizing: 141% A5->A4, 122% A5->B5, 115% B5->A4,97% LTR->A4,94% A4->LTR,

86% A4->B5. 81% B5->A5. 70% A4->A5.

F P

ABCD
ABCD * abcde
abcde 12345

12345
e.g.: 70% A4->A5:
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2.“Manual adjustment” applies to copying with glass platform only, the adjustment scope of which
is 25%-400% and 5% can be adjusted each time after “direction key” is pressed once.

9.4.4.Multipage

2 or 4 pages of texts can be copied on one piece of paper with multipage setting.
The multipage includes 3 modes:

Two-in-one;:

AlB a8

Horizontal four-in-one:
| | | A B
ABCD ..

vertical four-in-one:

AlC|
B D

>
ve
O
?

9.4.5.Clone

Clone setting enables the printing of many original images on one piece of paper.
The clone copying includes 3 modes:

e | X4 o | AAX o | 4y

> | | JIEN
B AR
XA | RAAA

3: | | 4XA4:

< Note: « The “clone” and “resizing function” cannot be set at the same time.




9.4.6.Poster

Poster setting enables the printing of one piece of original document on several pieces of paper.
The poster copying includes 3 modes:

e Jk_’ e | | ‘JQ«L
. N
" ~

r
& Gy
A

‘\r

4XA4:

Note: * The “poster” and “resizing function” cannot be set at the same time.

9.4.7.Collated copy

The “collated copy” function supports ADF copying only.
The collated copy includes 2 modes:
Open:

S —13

el T




9.4.8.Manual dual-side

If the original document is copied on both sides manually, please select ADF feeding mode.
The manual dual-side includes 2 modes:
Closed: supporting single side copying.

Open:

9.4.9.Paper setting

By paper setting, you can set suitable paper dimension and type.

Paper dimension: A4, Letter, B5, A5, A6, Executive, Legal and Folio.

Paper type: common paper, thick paper, envelope paper, film paper, card paper, tagboard and
thin paper.

Note: * After “multipage” and “clone function” are set, “paper dimension” supports “A4” and
“Letter” only.
* If original documents are copied with ADF mode, “paper dimension” supports
“‘common paper” only.

9.5. ID card copying setting

Change relevant setting with “copying setting menu” for better copying effect.

1. Press “ID card copying key” on control panel and then press “OK key” to enter “copying setting’
interface.

2. Press “direction key” to select options and then press “OK key” to enter setting interface.

3. Press “direction key to select option to be set and press “OK key” to set option.
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9.5.1.Arrangement mode

There are 4 arrange modes for ID card copying totally:

[ = (|| | e

Whole page up-down Half page up-down Half page left-right A5 left and right

Position:

Half page up-down: default mode; put ID card at “orange left half area” of glass platform.
Half-page up-down, half page left-right or long side of A5 paper: put ID card at “blue area” of
glass platform.

||‘—1
e

| ! :

o

|

_| . [
il o A |

|

I

I

I

I

|

[DCoPY, <

4 Note: e After setting, the arrangement mode can keep valid before startup; after startup, the
arrangement mode will recover to default setting.

9.5.2.Intensity
For intensity setting, see 9.4.2.
9.5.3.Paper setting

ID card copying supports A4 and Letter paper dimension.
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9.6. Receipt setting

Change relevant setting with “copying setting menu” for better copying effect.

1. Press “receipt copying key” on control panel and then press “OK key” to enter “copying setting
“interface.

2. Press “direction key” to select options and then press “OK key” to enter setting interface.

3. Press “direction key to select option to be set and press “OK key” to set option.

9.6.1.Intensity
For intensity setting, see 9.4.2.
9.6.2.Paper setting

The receipt copying supports A4, Letter, B5, A5, A6 and Executive paper dimension.
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10. Scan

This printer provides two types of scan: "Push Scan", which means scanning through the printer’s
Control Panel operations; "Pull Scan" which means scanning through PC terminal scanning the
application.

10.1. Push Scan
10.1.1. Steps for Push Scan with Tablet

This section introduces how to scan documents to the PC (only through USB cable connection)
with control panel of the printer. The specific operation steps are as follows:
1) Put the document face down on the glass platen.

M6200/M6500 Series M6550/M6600 Series

Note: * During copying, please do not open the cover to avoid any adverse impact on the
image quality.
* For the information on “Steps of Using Paper and Manuscript”, please refer to
Chapter 2.5.

2) Press Scan on the Control Panel and press direction pad " A" or " V" to select "Single Page
Scan" or "Merge Scan" to enter into the Scan mode.

Note: * For the information on Single Page Scan and Merge Scan, see 10.1.3. and 10.1.4.

3) Press "Start" button to start scanning.

Note: » Formats of scanned attachments: network scan supports PDF, TIFF and JPEG
formats. Users can select the Save As Type on the panel for the scanned documents.
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10.1.2. Steps for Push Scan with Automatic Document Feeder(ADF)

(For M6550/M6600 Series models only)

1) For information about Manuscript Loading Procedures, see 2.5.

2) Press Scan on the Control Panel and press direction pad "A" or " V" to select Single Page
Scan or Merge Scan to enter into the Scan mode.

Note:~ For a single page scanned to PC/E-mail/FTP, you can save it as PDF, TIFF or JPEG.
« If you choose to scan to PC with N-UP Scan under the ADF scanning mode, the scanned
documents will be PDFs by default; For those scanned to E-mail/FTP with N-UP Scan, you
can save them as PDF, TIFF or JPEG.

3) Press Start button to start scanning.
4) Paper comes out from the ADF output exit and the scan completes;

10.1.3. Single Page Scan

The default scan mode of control panel is Single Page Scan mode.
For the specific steps of scan operation, please refer to Chapter 10.1see.

10.1.4. Merge Scan

When you want to merge multi-page scanned documents into one PDF, please use Merge Scan
function.

ﬁ/ Note: » The Merge Scan allow the document to be scanned into the PDF format by default.
* This printer can perform Merge Scan operation only on the control panel.

The specific operations are as follows:
1. Press "Scan" button to enter scan status. The default scan mode of control panel is Single

Page.
M6200/M6500/M6550 Series M6600 Series

4 ) /[(’4][%]['](@)\

Ao Poleradtonn Comtscins  Fax unk  Aons enesls Al tota

Sig. scan/merge Sig. scan/merge
1.8Single page 1.Single page
Fx Exscrmanco Coplando Cop. 8% 38 Cogie

&2 ,
OO >
5 HOQ) 000 0,

© S22 Sl
Energy saving Cogy @@ @ @ @ -\ A /EJ]
\¢ Exaco
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2. Press "A" or "V " button to select and enter "Merge Scan" mode.
M6200/M6500/M6550 Series M6600 Series

4 N (EE@®@O )

Ll Rdrse®adon Cootactios P Jonk  A0ovs ewga Ahoeo tela

Sig. scan/merge Sig. scan/merge
2 Merge scan 2.Merge scan
Facavwed do Coptanda

Cop. %, id Copd recde

it Scan ("j ( ] [@] E_3F 3

© SA =
Energy zaving Copy @ QuI@JKI.@m \_._A__
10 p'{ @ @on'mr@m @
o R OOG@ “¥>'%
ol e TO®D © .
\ J \ Caronsr  Fodday

3. Press "Start" button and the Scan Process Bar Interface will pop up on the computer.

4. After completing scanning the first page, the contents as shown below will appear on the
control panel:

Press "Start" button - scan the next page

Press "OK" button- end the scanning

5. Put the document to be scanned on the glass platen and press Start button to continue to scan
the second page (For ADF scanning, it can run continuous scan directly).

6. Repeat the operation as described in the step 5 to scan multi-pages till you press "OK" button
to end this operation.

7. After completing the operation, the application will save PDF document to the specified folder.
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10.1.5. Other Scan Functions

1. Scan to E-mail

Users can scan monochrome or color documents as attachments to E-mail application. Operation
steps as follows:

@ Type the IP address in the Web browser&apos;s address bar to access the embedded Web
server of the printer.

@ Click on "Setting"—"SMTP" to set the relative parameters of the SMTP Protocol; After
finishing setting, click on "Apply" to save.

ﬁ Information Seiting Admin Setting Log ont Englisn  ~
| Settimg ____________| [Mps § =
- il ol = - Sat basic nformation for
¥ Network settings Shgﬁr:ase::,wg FEDLSN printer ogh mal server, You

can use rrafl alerts only when

¥ Protocol Settngs this page has been sat

comectly.
s Fort No.
RAW/LPD
SNvP =
SMTP SMTP Login Tnformation :
— Login Name
e
W50 Password
FTF

¥ Wreless Settings
Wirelese Natwork

Fassxord Confirmation

Wireless Hotspot
¥ Machinery settngs -

PANTUM

"’ o

@ Click on "E-mail Address Book" in the left setting column to enter into the settings interface of
the email.

-

(1] Information Setting Admin Setting Log out English

[ Setting il Email address book | Tips |
- - Users Gan use ths page to
SMTP Search add the contact kst that
No. Contact Hamo Email Address should be usad with the mail
Bonjour alert and scan to emal
P | New i function
WsD
TP
¥ Wreless Settings
Wireless Network
Wireless Hotspot
¥ Machnery settngs
¥ Address Book
E-mail address book
Group email
System
E-mail Notification -

—ANTUM

"
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@ Click on "New" and the following window will pops up, edit the name of contacts ,input the
E-mail address and then click on "Submit".

® Put the document on the platen.

M6200/M6500 Series M6550/M6600 Series

& — ™

® Press "Scan" button on the control panel, and press “A” or “¥" to select "1. Single Page
Scan" or "2. Merge Scan", then press "OK" button.

@ Inthe "1. Scan To" interface, press "OK" button.

Press “A” or “V¥" to select "Scan to E-mail" and press "OK" button.

@ Press “A” or “¥" to select "E-mail Address Book" or "Group Mail" and press "OK" button.
Press “A” or “V¥" to select address or group and then press "OK" button; press "Start" button

to start scan.

Please follow these instructions on the settings for group emails:

Set the group name for group e-mail sending by webpage, and set the members, i.e.the receivers,
in the group of group email. After finishing scanning, firmware will send the scanned documents
to the mail server. Then mail server sends the documents to every member of the group.
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2. Scanto FTP

Scanning to FTP requires a network environment. Users can scan comparatively large files online.

Users need to log in FTP server with user name and password and install IS Component on the
computer.

1) Operation Steps:

@ Type the IP address in the Web browser&apos;s address bar to access the embedded Web
server of the printer.

@ Click on "Setting" — "FTP" to enter into FTP Setting interface.

Information Admin | Log out enghsh -
e 1L T

g 1 | Search - The page provices
¥ Network settings gph, B e e configuration on FTP sarver
¥ Frotacal settnigs IEEE -
Pw
RAW/LFD
SNMP
SMTP
Bonjour
Pvii
WsD
P L2
¥ Wreless Settings
Wireless Ketwork
Wireless Hotspat
¥ Machinery settings

L
—

=

@ Click "New", the following window will pop up. Set the relative parameters of the FTP Protocol.
After complete setting, click on "Submit".
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@ Put the document on the platen.

M6200/M6500 Series M6550/M6600 Series

® Press "Scan" button on the control panel, press “A” or “¥" to select "1. Single Page Scan" or
"2. Merge Scan" and press "OK" button.

@ Inthe "1. Scan To" interface, press "OK" button.

@ Press “A” or “¥" to select "Scan to FTP" and press "OK" button.

Press “A” or “V¥" to select the server and press "OK" button; Press "Start" button to start
scan.

< Note: The relative parameters setting of the FTP Protocol are as follows:

FTP Server: IP Address of the server (such as 10.10.145.100)

Port Number: Default port number is 21

Login Name: For example, anonymous

Password: such as (anonymous login needs no password)

Confirm Password: For example (anonymous login needs no password)
Server Name: For example, Pantum
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10.2. Pull Scan
10.2.1. Pantum Scan Application

Operation Steps:
1) Double click on "Pantum Scan Application" on the computer, the icon is shown as below:

2) The prompt window is shown as below:

) Quick Settings
Units ‘Pixela - Factory Settngs] v Save
t{ | Basic Seftings | Advenced Settings I
‘ Document Source
L
ool {Piaten -
o [ —
2 3
Q ! Color Mode
© (A rue color |
a1
Q + Resolution
) !
T = =
0 )
= a7y Scan Area
‘.
5 i IFuII Platen s
0§
a1
3
o
2}
) - =
¥ Default
Document Source:  Flaten Save the scanned imagz to
’
Resolution: 300dpi | Folder i Emal
Color Mode: True Cclor Save to folder
Scan Area: Full Platen File Name:  2014-12-13_001
Image Size: 2551px x 3508px File Tyoe: PG
Save to: C:\Users\Test\Pictures
Data Size: 25.60M3
| Help(FL) | About | Port | | Preview Scan Close

3) Set Scan in the right list. Click "Scan" on the bottom right corner and start scan.

4 Note: Pantum scan application software can scan pictures and support 5 formats of files:
BMP, JPG, TIF, PDF, and PNG.

This product complies with the TWAIN and Windows Image Application (WIA) standard. If using
the application which supports TWAIN and WIA standard, users can use the scan function and
directly scan the images to the open application. The handbook requires Office Software (Word
and Excel) and Photoshop ,for example, to show the operation.
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10.2.2. TWAIN Scan Driver
10.2.2.1. Office Software (Word and Excel)

Operation Steps:
1) Keyboard shortcuts: Alt+1+P+S to open the application’s window.

Qewiee
Resolution: @ Web Quality () Print Quality
[ Insert J [ Custom Insert ] [ Cancel ]

2) Click on "Device" option and select TWAIN Scan, click the “Custom Insert” button below.

Insert Picture from Scanner or Camera
Deviee
| XXX Series TWAIN

X X X Series Scanner -
XXX Series TWAIN

-

= g oma J L J

3) After the window pops up, set the scan information in the right list of "Basic Setting" and
"Advanced Setting". Click on "Scan" and start scan.

ﬁ 2  Basic Settings. ]Advanced Settings l
Pocument Source
2 fen =
Q Color Mode
G lTrue Color ;]
Q Resolution
J
[300dpi ~l
E Scan Area
]Fuﬂ Platen ;]
‘ Default
‘ Document Source:  Platen Save the scanned image to
Resoluton: 300dpi Folder l | Email |
Color Mode: True Color Save to foder
Scan Area: Ful Platen File Name:  2014-12-18_001
Image Size: 2551px x 3508px File Type: PG
Save to: C:\Users\Test\Pictures
Data Size: 25.60MB
| HebFy | \ About | | Pot | Preview | San | | (Cose |
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If you desire to change a scanning port, please click "Port" at the lower part of above picture to
select a scanning port, as shown below:

e =

Port @

@ Use local USB port

[ Auto search network scanner

(") Enter host name or IP address of the scanner manually

oK Cancel

10.2.2.2. Photoshop

Operation Steps:
1) Launch Photoshop, click on "File" — "Import" on the top left corner, select TWAIN Scan, as is
shown below:

Filter

Photoshop |i[[4| Edit Image Layer Type Select 3D View Window Help

New... #N
Open... #¥0 ) =
Browse in Bridge... X %0 3
Open as Smart Object...

Oper

Width

Close

Import ariable Data Sets
Xport Video Frames to Layers...
Images from Device...

Automate >

: XXX Series TWAIN...
Scripts

2) After the window pops up, please refer to Step 3 of 10.2.2.1 to see the specific operation steps.
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10.2.3. WIA Scan Driver

10.2.3.1. WIA1.0 Scan (Windows XP / Windows Server 2003)

1. Office Software (Word and Excel)
Operation Steps:
1) Keyboard shortcuts: Alt+I+P+S to open the application’s window.

XXX Series Scanner

Resolution: @ Web Quality ) Print Quality

2) Click on "Device" and select WIA Scan,click the “Custom Insert” below.

X XX Series Scanner
XXX Series Scanner

X XX Series THAIN

3) The prompt window as is shown below, set the scan information.

What do you want to scan?
Paper source
Platbed ~)

Select an option below forthe type of picture you
want to scan.

© Color picture

© Grayscale piture

© Black and white picture ortext
© Custom Setiings

You can also:
- quality of the scanned picture

Paqe size: [Legal 8.5x 14 inches {216 x 356 ']

=—— |
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4) Click on "Adjust the Scanned Image Quality" on the bottom left corner of the above picture, the
advanced properties interface will pop up, then users can set the scan; After finishing the settings,
click on the "OK" button, then "Scan" button to start scan.

Rdvanced Propertics ==

Advanced Properties 1

Appearance
- Brightness:
L) 0
Contrast:
() 0
Resolution (DPI): Picture type:
300 = [Color picture ']

[ OK ][ Cancel ]

2.Photoshop

Operation Steps:

1) Launch Photoshop, click "File"- "Import" on the top left conrner and select WIA Scan, as is
shown below:

Ps  File Edit Image Layer Type Select Filter 3D View Window Help
New... Ctrl+N
Open... Ctrl+0O
Browse in Bridge... Alt+Ctrl+ O
Open As... Alt+Shift+Ctrl+ O
Open as Smart Object...

Open Recent

Style: | Normal Y

Close Ctri+W
Close All Alt+Ctri+ W
Close and Go to Bridge... Shift+Ctri+W
Save Ctrl+S
Save As... Shift+Ctrl+S
CheckIn..

Revert Fi2

Extract Assets.., Alt+Shift+ Ctri+W
Generate »
Save for Web... Alt+Shift+Ctrl+ S

Place Embedded...
Place Linked...

Package...

Variable Data Sets..
Export »| Video Frames to Layers...
T 5 ’ Notes...

s e XXX Series TWAIN...
Scripts » -
XXX Series TWAIN...
File Info... Alt+Shift+Ctrl+1 XXX Series TWAIN...
| WIA Support...

=3
W
T,
X,
2,
c/‘
L.
>
&,
o,
o,
e,
2
L,

&7

Print... Ctrl+P

Print One Copy Alt+Shift+ Ctrl+P

ol

Exit Ctrl+Q




2) After the window pops up, please refer to Step 3 and Step 4 of 10.2.3.1 to see the specific
operation steps.

10.2.3.2. WIA 2.0 Scan (Windows Vista / Windows Server 2008 and later versions)

Operation Steps:
1) Click on "Start"- "All Programs"- "Device and Printer" on the left bottom of the desktop.

Test

Documents

Pictures

Music

Games

Computer

Control Panel

Devices and Printers

BEETLASE View and manage devices, printers, and print jobs ]

Help and Support

»  AllPrograms

’ Search programs ond files ye | m

2) When the pop-up window appears, select the printer you want to use, and right click the
mouse.

(s = =

o
()L [% » CotrolPenst » Herdwarsand Sound » Devices andiPricters »_ <[4 | [ Search Devices ond Priniers 5|
Fle Edit View Tools Help
Add a device Aidd a printer Start scan See what's printing Print server properties Remove device = v w

» Devices

4 Printers and Faxes

Microsoft Office

DocumentImage | See what's printing
Writer v Setas default printer
Printing preferences

Printer properties

Start scan

Scan profiles...
‘?S Scan properties

Create shortcut

Troubleshoot

Remeve device

Properties
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3) Click on "Start Scan" in the above option bar.

= En
(;I\ 4 ’l!"?j » Control Panel » Hzrdware and Sound » Devices and Printers » - | 123 | Search Devices ond Printers pal
File Edt View Tocls Help
Add a device Add a printer Start scan See what's printing Print server properties Remove device - ﬁ
Devices Start scanming o document or image

DN YOUr scanper,

# Printers and Faxes

7 “
L/ -
Microsoft Office |

Docurnent Tmege
Writsr =

4) After the window pops up, set the scan and click "Scan" on the bottom right corner and start

'

scan.
New Scan

Scanner: x x X Series Scanner
Profile: [ v]
Source: [ Flatbed v ]
Color format: [Color vJ
File type: [BMP (BMP File) -
Resolution (DPI): 300 =

Brightness: U 0
Contrast: U 0

Preview or scan images as separate files

Preview l [ Scan

J |

Cancel

10.2.4. Cancel Scan Job

During the scanning, two ways are available to cancel the job:
1) Press "Cancel" button on the control panel to cancel the job.

2) Click Cancel button on the scan progress bar interface of the computer to cancel the job.
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10.3. macOS System Scan

10.3.1. ICA Scan

10.3.1.1. Open ICA via "Print and Scan"

Operation Steps:

1. After installing the printer driver, click "System Preferences" icon on the bottom left corner of

the computer desktop.

2. After the window pops up, click on "Print and Scan".

@ 00
[« | > || Showall |

System Preferences

(Al )

Personal
Bl & -
General Desktop & Dock
Screen Saver
Hardware
CDs & DVDs Displays Energy
Saver

Internet & Wireless

a4 @ 95

iCloud Mail, Contacts MobileMe
& Calendars
System
R’ A~ &
Users & Parental Date & Time
Groups Controls

B @ o

Mission Language Security
Control & Text & Privacy
Keyboard Mouse Trackpad

®© 0 m

Network Bluetooth Sharing

@ %

Software Spéech
Update

®

Q @

Spotlight Universal
Access

Print & Scan Sound

Time Machine Startup Disk
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3. After the window pops up, click on "Scan".

8 00 Print & Scan

[« > ][ Showail ] (Q )

G ! = xxx series[08A7CE]

|  Open Scanner... |

Location:
Kind: XXX Series

Status: Idle

|| Share this scanner on the network | Sharing Preferences...

BN

Default printer: | Last Printer Used |

Default paper size: | US Letter = |

M
d Click the lock to prevent further changes.

4. Click on "Open Scanner" and the scan window will pop up.

xxx series[0BA7CE]

@ e . Open Scanner...

o= o : g
| Deieie Wold jobiinfo  Patke

on the network | Sharing Praferances...

Mode: | Flatbed
Scan Size: | AS

| Show Details | |

Scan To: | 4 Preview

102



Printers

. x%x series[O8A...
& Idle

o XX series(0BATCE]

W o

»Inf0 Pause Printer Supply Levels  Printer Setup

Printer

5. Click on "Show Details" on the bottom right corner to set the scan parameters.

(_prin: T

Xxx series[08AZCE]

@n Scanner... |

L

Scannier

: Scan Mode

Kind:

Resolution

Size

Rotation Angle:

Auto selection

Scan Tao!

Name

| Flatbed
| &3 Color

75 :| opi

™ Use Custom Size

853 1169 | inches 3

o

| Detect Separate lems

: [ 5 Petures s

Scan

Format: | JPEC

Image Correction:

i | Hide Deails |

| Overview | |

6. Click on "Scan" on the bottom right corner and start scan.

he network | Sharing Preferences .
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10.3.1.2. Call CIA through applications

Operation Steps:

1) Click on "Finder" icon on the bottom left corner of the computer desktop, or use keyboard
shortcuts command+shift+C to open the window. Find "Image Capture" in "Applications" (or
conduct keyboard shortcuts command+shift+A to directly switch to "Applications") and click to

launch the application.

(- NeNa]

& Applications

[iz= ﬂ‘

(@[]

< FAVORITES
L All My Files
< AirDrop
[ Desktop
G zz2
#N Applications
% Documents

SHARED

[§) beyondso-023c63

[ bezondsoft-pc

DEVICES

|Z! Build and Tools
2! Mac10.7

|2 05X10.10.0_14A...
[_! NO NAME

\. Address Book

Adobe Ap...on Manager
Bl Adobe Pho...p CC 2014
& App Store

& Automator

[ Calculator

4 Chess

@ Dashboard

@ Dictionary

& DVD Player

O FaceTime

) Font Book

0 ical

) iChat

@) iTunes

B Mission Control
W Photo Booth

@ Preview
(] ptm6500
@ QuickTime Player
& safari

Stickies

B system Preferences

7 TextEdit
© Time Machine
[ urilities

Name Image Capture
Kind Application
Size 4,5 M8
Created Thursday, June 16, 2011 5:22 M
Modified Monday, June 11,2012 9:23 PM
Last opened Monday, June 11,2012 9:23 PM
Version 6.1

2) After selecting the printer in the left list, set the scan parameters in the right list. Click on "Scan"
on the bottom right corner and start scan.

YO oW B N

S e e A Pt Sy ety et Y.
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10.3.2. TWAIN Scan

Take Photoshop as an example.

Operation Steps:

1) Launch Photoshop, click on "File" — "Import" on the top left corner and select TWAIN Scan, as
is shown below:

Photoshop |iZl0| Edit Image Layer Type Select Filter

New... #N
Open... ®0
Browse in Bridge... X#0
Open as Smart Object...

Open Recent

3D View Window Help

Style: Normal 4| 'Width: & Height:

Variablie Data Sets.
Video Frames to Layers...
Images from Device...

Notes

xxx Series TWAIN...

Automate >
Scripts

2) After the window pops up, please refer to Step 3 of 10.2.2.1 to see the specific operation steps.
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11. Fax

11.1. Connect Devices

Connect the Fax accessories to the phone line

This product includes two Fax ports:
LINE

al

» Connect this product to the " ™= " port of the telephone jack on the wall.

« Connect the auxiliary devices to the "; =8 - port of this product.

The installation steps are as follows:

1) Unplug the power cords of all the devices you want to connect.

2) If this product has not been connected to the phone line, see the product installation guide. The
product should have been connected to the telephone jack.

3) Remove the plastic plug of the " == - port.

=0

4) To connect the included phone handle, plug the phone cord into the printer&apos;s " i
port. Connec the other end of the phone cord to the phone handle.

n

5) To connect the telephone device alone, plug the phone cord into the printer&apos;s " =55
LINE

| = |
port. Plug the other end of the phone cord to the telephone's " ™ " port.

6) When you are finished with connecting auxiliary devices, connect all devices to their power
supply.

11.2. Fax Settings

This product supports two ways to make the Fax settings for users&apos; different Fax
requirements.

One way is to complete the Fax settings under the Fax Mode, and the steps are as follows:
1) When the machine is ready, press Fax button, then press OK button to enter the Fax settings
interface.

(OE®E@D@O)

Spesker RedolPause Contscts Junk Fax  Enegyasdng Tooessadng

g
Ready to Fax
Fax:

Sean Copy 1D Capy Receipt Copy

(8] (8) &
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2) Choose the Fax option you want to set by pressing the page up and down keys.

()@@ @@ 0O

Sponker Redal®Pame Contncts Junk Fax  Enemgysaving Tonersaving

~

Fax setting

1.Resolution

e Scen Copy 12 Copy Recelpt Copy
(®) (&) (8) OO
(T_ ) (5)(e) B

3) Nine settings are available here. The following is the instruction on these settings:

No. Options

1 Resolution

2  Original Size

3 Luminosity

4  Group Sending

Delay Sending

Forward the
Received

Active Job

Communication
record

Contacts

Description

You can select the image quality of the Fax. The available options are
Normal, Fine and Super fine, and the default is Normal.

You can select the desired size of the document to be Faxed. The available
options are A4, Letter and Legal.

You can adjust the luminosity of Fax documents manually or automatically.

You can enter each Fax number you want to send Fax to through group
sending and the maximum for group sending is 10 Fax numbers.

With Delay Sending, you can set the Fax number and time (within 24 hours)
for Delay sending to send the Fax job on the time you set.

Forward the Received option has two suboptions. If you select the Forward to
Fax suboption and enter the number to which you want to forward the Fax,
the printer will send the Fax to the forwarded number rather than printing it
when you receive a Fax; With the Forward to Fax enabled, if you select
Forward and Print, the printer will print the Fax and also forward it to the
forwarded number when you receive a Fax.

Query for the list of all Faxes for Delay sending and you can press the Cancel
button to delete a Delay sending job.

Inquire the latest 30 times of Fax sending/ receiving.

You can edit the contacts, group numbers, and print the contacts as well as
the list of group numbers from Contacts.
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Another way is to specify the Fax Settings in the Menu Settings
1) When the machine is ready, press the menu button and press the up button " A" or the down
button " ¥" to select Fax settings;

/@) (@@ @ @0

Speaker  RedaPsuss Comlacts  Junk Fax  Enscgyssdng Tonesssvng

3.Fax setting

Menu setting ]

1D Copy Recsipt Copy

) (=) () 5

OOE. mw
@@@v'
@E@ DY

\®@® @.

2) Press the OK button to enter the Fax setting options and press the up button "A" or the down
button " V" to enter the Fax settings.

/)@@ @ @) O )

Speuker RechiPowse Contscts Junk Fax  Ensgyssving Tonerzaving

Fax setting
1.Send settings

Scan 1D Copy Recept Copy

@Wﬂ@@@

OEGT S&2
SISION @
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3) Three categories of Fax setting options are available here. The following is the instruction on
these settings:

No. Options Description

. You can use the options in Send Settings to set the parameters for sendin
1  Send Settings P g P g

Fax.
5 Receive You can use the options in Receive Settings to set the parameters for receiving
Settings Fax.

If Fax is sent or received abnormally due to disturbance on telephone line, try to

tibilit
3 Compatibility switch to VOIP compatibility mode.

4 National area  Set different national areas based on demand.

5 Fax Report You can use the options in Fax Report to print the Fax report as you need.

11.3. Fax Functions
11.3.1. Send Fax

Send a Fax from a flatbed scanner
1) Put the document face down on the scanner&apos;s glass platen and close the scanner.

2) Press the Fax button and use the number buttons to enter the Fax number.

(@@ @O )

Spesker RedulPass Contacts  Junk Fax  Eresgpeaning Torsrssing

Ready to Fax
Fax: XXXXXX

Scan Copy 1D Copy Receipt Copy

f—Jm[_]DCJ

ABC

(_1_,/ (2_/' (Q @
73 B

OEE
HO® © .

\ Cancel Start
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3) Press the Start button to start scanning the document.

(EE@EO)

Contacts  Junk Fax  Encogyssing Toreesaving

Scanning...
P.1

Fax Scan 1D Copy Receipt Copy

(@](éJ[@J[IJ(IJ

@@@ '
e Bl

OO®
€ %90

4) Press the OK button to initiate the Fax job.

(@) (@ @ @ (@) (O )

Speaker RedalPase Comscis Junk Fax  Eregesaing Reetssing

[ dailing.. ]

Scan Copy iD Copy Recsipl Cogy

[][é)[@):}@

OOE. &
Qe el

\®®® %am

110



Send a Fax from the automatic document feeder (ADF)
1) Put the document face up into the automatic document feeder.

< Note: » Automatic document feeder can accommodate up to 35 sheets of medium measuring
75 g/m2 or 20 pounds.

* In order to prevent damage to this product, do not use a manuscript with correction
tape, correction fluid, paper clips or staples on it. In addition, do not load photos, small
manuscripts or brittle manuscripts into the automatic document feeder.

2) Adjust the guide plate until it lies close to the stack of paper.
3) Press the Fax button and use the number buttons to enter the Fax number.

(OE@E@@O)

Speskar RadolPuause Contacts Junk Fax  Dnegyssing Tonerssving

Ready to Fax
Fax: XXXXXX

Sean Copy 1D Capy Receipt Copy

BD](;][@]C]CJ

DO E. &
(s E’]
Statu

PQRS Tuv

@O () LINE

OO® O
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4) Press the Start button to start scanning the document with the automatic document feeder.

(@ (@@ @ @O )

Sposker RodalPuuse Contacts  Junk Fax Eregpesdng Tonorsseng

Scan next: Start
End scan: OK

Scan Copy 1D Copy Recept Copy

ké%;@[@)@(:)
@Q@ A
@lg

OO &
OO® I8

GO O® 0 / )

11.3.2. Receive Fax

You have two ways to receive Fax, and the default for the printer is Fax mode.

Fax mode, which is the automatic receiving mode, sends Faxes to the printer, and the printer
receives the Fax automatically when the ring reaches the specified number of times;

Phone mode, which is the manual receiving mode, sends Faxes to the printer, and you need to
receive the Fax manually when the ring prompts.

11.3.2.1 Fax Mode

Operation Steps:

1) Press Menu button to enter the menu interface.

2) Press direction pad "A" or "¥" to select "3. Fax Settings" option and press "OK" button.

3) Press direction pad "A" or "V " to select "2. Receive Settings" option and press "OK" button.
4) Press direction pad "A" or "¥" to select "1. Answer Mode" option and press "OK" button.

5) Press direction pad "A" or " V" to select "1. Fax Mode" option and press "OK" button.

6) Go back to the previous menu, press direction pad " A" or " V" to select "2. Number of Rings"

option and press "OK" button to set the number of rings. Then the printer will receive the Fax
automatically when the ring reaches the specified number of times, and the default is 4 times.

11.3.2.2 Phone Mode

Operation Steps:

1) Press Menu button to enter the menu interface.

2) Press direction pad "A" or "V¥" to select "3. Fax Settings" and press "OK" button.

3) Press direction pad “A” or “¥” to select "2. Receive Settings" and press "OK" button.

4) Press direction pad "A" or "¥" to select "1. Answer Mode" option and press "OK" button.
5) Press direction pad "A" or "¥" to select "2. Phone Mode" option and press "OK" button.
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In the phone mode, you have 3 ways to receive a Fax:

1) Press the Start button on the Control Panel and the machine starts to receive the Fax;

2) Take the phone handle or press the Speaker button on the Control Panel and press the Start
button for the machine to start receiving the Fax;

3) Use the remote receiving mode (applies only to external telephone operations) to press "*90"
on the extension panel when the phone is taken and the machine starts to receive the Fax;

4 Note:  To use the remote receiving mode, please set the remote code to Turn On.
* The default for remote code is "*90". You can modify it by the path “Menu"——"3.Fax
Settings"—"2.Receive Settings"——*7.Remote Code™——*Turn On"——edit.

11.3.3. Other Scan Functions

Group Sending

You can use this product to send a Fax message to multiple Fax numbers and the maximum for

group sending is 10 Fax numbers. The operations are as follows:

1) On the Control Panel, click on the Fax button to enter the Fax mode.

2) Press the OK button to enter the Fax Settings interface, and press "A" or " ¥" button to select
Group Sending.

(@@ @0

Spaaker RedalPause Cantacts Junk Fax  Enemysaeny Tooesasving
Fax setting
4.Group sending

Fax. Scan Copy ID Copy Recaipt Copy

(®) (=) (8] O™
aln ABC DEF 4 0

GG A2
OGIGIORLIS
ECHIED, <D

\ Ceancel SMQ/
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3) You can press the OK button and enter each Fax number to which you want to send Fax.

()@@ @ @O )

Spesxer RedalPause Contacls Junk Fax  Energyaaving Tones-saving

Group sending
Fax01l:
can Copy 1 Copy Receipt Copy

(®) (=) (8) (IO

4) When the input is complete, press the Start button to start scanning documents.

()@@ @ @) O )

Speaker ReclmPauze Contacts  Junk Fax  Enagysaving Toneezaving

Scanning...
P.1

“opy I Copy Receipt Capy

® =) (@) O
oo} @@

@D

D@ LI
DO® = (@
\ Cancal S1artC>/
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5) When the scan is complete, press the OK button to begin the group sending Fax job.

(@@ @ @ (@) O

Spoaker ReciaiPouso Contacts Jurk Fax  Eremgyeming Torersaving

[ dailing... ]

Copy D Copy Reoaipt Copy

OO ® @
OO® = >O

O ®O®

@@@w
EJ

Delay Sending

You can enable Delay sending of Fax through the Control Panel. When this process is complete,

the printer will scan the document to the memory, and get back to Ready state.

The specific operations are as follows:

1) On the Control Panel, click on the Fax button to enter the Fax mode.

2) Press the OK button to enter the Fax Settings interface, and press "A" or " ¥" button to select
Delay Sending

(@@ @0 )

Speaker RedalPase Contacts  Juak Fax  Enwgy-aavng Toner-saving

Fax setting
5.Delay sending

Fax Scan Coopy 10 Copy Recelpt Copy

() (=) (8] O
@@@ AJ@
B

OO

Wxvz

OOE

OO®
oy e

2
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3) Set the Fax number, job name, and delay period as prompted.

(@@ @@ @O )

Speaker RedialPause Contacts Junk Fax  Ersqgrsuving Tomersadng

Delay sending
Fax01:

Copy 1D Copy Recsipt Copy

® =) (8] DO
alolo) i_@

O ® (8
OE@ B

\® O® © ©

4) When the input is complete, press the OK button to scan the Fax document to the memory
and get back to Ready state.

(EEE@@O)

Sgesker RedolPause Contacts  Junk Fax Eramy-sag Tonscsaving

Add number?
1.Yes

Fax Scan Copy 1D Copy Recaipt Copy

(&) =) (8) OO
OO G @@

OEE (8
OO

To® ©®),

Fax Forwarding

You can forward the Fax you receive. When you receive a Fax job, it will be stored in memory at
first. Then the printer dials the Fax number you have specified and send the Fax. If the printer
cannot forward a Fax because of an error (for example, the number is busy) and fails with
repeated redial attempts, the printer will print the Fax.
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The Fax Forwarding feature of this printer is available in two modes:

One mode is Forward to Fax: When you receive a Fax, the printer will send the Fax to the

specified Fax number rather than printing it.

The other mode is Forward and Print: With the Forward to Fax enabled, if you enable Forward

and Print when you receive a Fax, the printer will print the Fax and also forward one copy of the

Fax to the forwarded number you have set.

The specific operations are as follows:

1) On the Control Panel, click on the Fax button to enter the Fax mode.

2) Press the OK button to enter the Fax Settings interface, and press "A" or " ¥" button to select
Forward the Received

(EE @@ O )

Speaker RodalPase Contacis Junk Fax .n:q:v’w Imo's:vng
Fax setting
6.Forward Recei.
Fax Scan Copy

10 Capy Receipt Copy

@) (&) (8) (5T5

OO, §&
DO @® L3S

oD ©.©,

3) Set the forwarding mode and the number as prompted.

(EE@@O)

Speaker ReciaPause Contacts  Junk Fax  Eregysavng Tomraad'g
Forward Recei.
1.Forward to fax

Fax Scan CTopy 1D Copy Receipt Copy

(2) (=) (8) OE@™

OEF

ololo) z;@
=

L OK
\O

8

k@@@ &9 .
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4) When the input is complete, press the OK button and the received Fax will be automatically
forwarded to the specified Fax number.

Automatic Redial

If the number you have dialed is busy or is not responding when you send a Fax, the machine will

automatically redial the number. You can set the redial attempts and interval. The specific

operations are as follows:

1) On the Control Panel, press Menu > Fax Settings > Send Settings.

2) Set the redial attempts and interval as you want.

(@@ @O

Speaker RedelPawss Contucts Jurk Fax  Eresgyasdng Tonerswing

Send settings
1.Redial attmpts

Fax Scan Copy 1D Copy Recept Copy

(@@1 (=) (8) OD

3) When you complete the setup, press the OK button to save the settings.

Auto Shrink

When the paper size of the received Fax does not match the size specified in the printer, the
received Fax will be shrinked according to the user-defined paper size to match the paper size in
the printer.

If you disable the Auto Shrink option, the Fax will be printed at full size across multiple pages.
Auto Shrink is turned on by default.

ﬁ/ Note: » Make sure that the default paper size setting is consistent with the size of the medium
loaded in the paper tray.
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Auto Shrink operations are as follows:
1) On the Control Panel, press Menu > Fax Settings > Receive Settings > Auto Shrink.
2) Setitto Turn On or Turn Off the auto shrink function and set the shrink size.

()@@ @@ D)

Speaker RectwPauss Contacts Junk Fax  Enargysaing Toner-saving

Auto shrink
1.Turn off

B “omy ID Gopy Recelpt Copy

@) &) (8) OO0
OO, D\AQ

T
(ox]
rars TUv

OO®® >

\(_D ©O® © ©

3) When you complete the setup, press the OK button to save the settings.

Note: * Receive to Memory: When the machine runs out of paper or there is a paper jam, it
automatically stores all the Faxes that is being received to the memory. It will
automatically print the Faxes when the paper jam is resolved or the paper is loaded.

11.4. Contacts

You can edit the Contacts to edit the speed dial number and the group dial number so that you
can use speed dial when you send a Fax.

Speed Dial Number

In the Fax interface, press the Contacts button to enter the speed dial interface, enter the speed
dial number, and the system will automatically search for it. If the speed dial number exists, the
corresponding information is displayed, then press the Start button to begin the Faxing; If the
speed dial number does not exist, an error message is displayed; You can store 200 speed dial
numbers at the maximum.

Group Dial Number

In the Fax interface, press the OK button to enter the Fax parameter settings interface, select
Contacts to enter the Contacts interface, select the group dial to enter the group dial interface,
select one of the groups, and press the Start button to begin group Faxing. You can set a
maximum of 10 groups for Group Dial with up to 99 numbers in each group.

Delete Contacts

You can delete all the Contacts you edited in the printer.

Note: « Contacts cannot be restored once it has been deleted.
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11.5. Cancel Fax

Please cancel Fax work with activity operation menu based on procedures below:

1) Press “OK” key in Fax interface.

2) Use direction key “A” or “¥” to select activity operation menu and then press OK key.
3) Use direction key “A” or “¥” to check work to be handled and then press OK key to select

work canceled.
4) Press OK key to confirm work to be cancelled.

11.6. Pantum PC-Fax Software

Pantum PC-Fax function allows you to send a document from your computer as a Fax.

11.6.1. Open With

1) Open a Fax file that you want to send
2) Click File, click Print and the Print dialog pops up.

/= Print

| General ‘

[ Select Printer

%Add Printer
o= X X X Series

Status: Ready
Location:
Comment:

Page Range

[IPinttofle | Preferences
Find Printer...

Number of copies: 1 %

14| 22 313

| Prnt

J[ Cancel H Apply

|
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3) Select Pantum M6600NW Series Fax as the printer, click Print and the "Pantum will send

Fax" interface appears.

> Pantum will send fax

Fax to

Fax number: |

Name: |

Recipient list:

Name

Fax number

Show contacts>> |

Cancel ]

[ Help

Cover setfings

[T] Use cover | Cover settings

11.6.2. Sending Fax with PC-Fax

The operation steps for sending Fax with PC-Fax are as follows:

1) Open the PC-Fax software and the "Pantum will send Fax" interface appears.
2) Enter the Name and Fax Number, then click Add to recipient list; If you want to send the Fax
to multiple addresses, you can continue to enter their Name and Fax Number, then click Add

to recipient list.

7 Pantum will send fax

Fax to

Fax number: 12345678

=

Name: leng
Add to contacts
Add to recipient list

Recipient list:

Name Fax number

leng 12345678

elete are [ Show contacts>> ]

[ Send ][ Cancel ]
[ Help ]

121



3) Click Send to start sending the Fax.
11.6.3. Basic Settings for PC-Fax

You can use the Fax Settings to set the Paper and Quality of the Fax that is sent with the PC-Fax.

The specific operations are as follows

1) Open the PC-Fax software.

2) Select Pantum M6600NW Series Fax as the printer, click Printing Preferences and the Fax
Settings interface appears.

= Printing Preferences
Paper A4 >
9 Portrai —
) Landsc —
Image Quality
Resolution  |Standard ']

(o J[ conce J[ reo |

3) Select the Paper, Orientation and Resolution as you want.

rin Printing Preferences
IDaper A4 v |I
O Portra P —
i Landsc —
Image Quality —
| Resolution  |Standard v] |
o) Ccma ) [vib ]

4) When you finish the selection, click OK to save the settings.
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11.6.4. Other Functions for Sending Fax with PC-Fax

Use the Send Fax Settings to edit the local Contacts on M6600 Series and set the Fax cover

page. The specific operations are as follows:
Edit the Contacts in PC-Fax

1) Open the PC-Fax software and the "Pantum will send Fax" interface appears.

2) Click Show Contacts and the Contacts interface pops up on the right. Click Read to read the

local Contacts list on the printer.

= Pantum will send fax

Faxto
Fax number:

Name;

Reciplent kst:

Name Fax number

Speed dial

Contacts

@ View by mem

View by group

search |

Name Fax number

Bzhng to group

Help

Cover settngs

| Usa covar

3) You can perform operations on the information in Contacts, including Add, Delete, Modify,

Manage Groups, Import and Export.

4) Click Write to update the Contacts list to the printer end.

Use the Contacts in PC-Fax

1) Open the PC-Fax software and the "Pantum will send Fax" interface appears.
2) Click Show Contacts and the Contacts interface pops up on the right. Connect the printer to
the computer and click Read to read the local Contacts list on the printer.

= Pantum will send fax

Fax to Contacts

Fax number: 12345678

Name; kng

Add to contacts ‘
2dd tw recpint st |

Recipient Ist:

Name Fax number

leng 12345578

[ <ctideconmes |

Speed dia!

@ View by mem

View by group

search |

Name Fax number

=T

Bzhng to group [

Cancel J

Read

3) Use the Search function to select Fax numbers you want to use, and click "<" to add the Fax

numbers from Contacts to the Recipient List.

123



4) Click Send to start sending the Fax.
Use Cover in PC-Fax

If you want to use a Fax cover page, you can use the following steps to set the Cover Settings.
1) Open the PC-Fax software and the "Pantum will send Fax" interface appears.
2) Check Use Cover at the bottom left corner and click Cover Settings to enter the Cover

Settings interface.

P Pantum will send fax

Fax to

Fax number:

Name:

Recipient list:

=5

Name

Fax number

Show contacts>>

)

Cancel

]

Help

Cover settings

[l use cover {

= |

3) You can set the cover Style and the Basic information on right of the Cover Settings interface,

and preview the cover on the left.

Cover settings
Preview

Fex

' Tos

+_Bokjart:

s G/IULE

Stye

Pattern:

Language:

Subject:
Date:

Note:

Standard

English

05/22/2015

| Save curent s=tings as default

C

Cancal

4) When you complete the setup, click the OK button to save the cover.
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12. Routine Maintenance

12.1. Cleaning the Printer

| & Note: » Please use mild detergents.

Please clean the printer in accordance with the following steps:
1. Turn off the main power switch and unplug the power cord, USB cable, phone cord and the
network cable.

M6200/M6500 Series M6550/M6600 Series

2. Use a soft cloth to wipe the outside of the printer and remove the dust .

M6200/M6500 Series M6550/M6600 Series

3. Raise the cover and gently wipe the platen glass with a soft cloth.

M6200/M6500 Series M6550/M6600 Series
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4. Raise the scanning platform until it is locked.
M6200/M6500 Series M6550/M6600 Series

5. Open the output bin by the upper right ridge of the concave section.
M6200/M6500 Series M6550/M6600 Series

6. Remove the laser toner cartridge along the guides.
M6200/M6500 Series M6550/M6600 Series
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! Warning

Some parts of the printer are still hot within a short time after use. When opening the front
cover or rear cover to clean the parts inside the printer, please do not touch the parts in the
shaded area as shown in the following picture, so as to avoid burns.

E,?Note: * When removing the laser toner cartridge, put the cartridge in a protective bag or wrap
it with thick paper to avoid direct light damaging the photosensitive drum.

7. Gently wipe the dustproof mirror of laser scanning surface with a cotton swab or a dry and
lint-free soft cloth with a little alcohol.

M6200/M6500 Series M6550/M6600 Series

8. Clean the inside of the printer by using a dry and lint-free cloth to gently wipe the shaded area
as shown in the picture below.

M6200/M6500 Series M6550/M6600 Series
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Note: For ADF machine, you need to regularly clear scraps. Please use a soft cloth to wipe
the location shown in the figure.

12.2. Maintenance of Laser Toner Cartridge

12.2.1. Use and Maintenance of Laser Toner Cartridge

For better print quality, please use the original Pantum laser toner cartridge.

Note: when using the laser toner cartridge, please pay attention to the following:
* Unless used immediately, otherwise, do not remove the laser toner cartridge from the
package.
* Do not refill the laser toner cartridge without authorization. Otherwise, the resulting
damage is not included in the printer warranty.
* Please store the laser toner cartridge under a cool and dry environment.
* Toner inside the laser toner cartridge is combustible. Please do not put the laser toner
cartridge near any source of ignition, so as to avoid causing a fire.
* When removing or disassembling the laser toner cartridge, please pay attention to the
toner leakage problem. In case of the toner leakage resulting in that the toner contacts
with your skin or splashes into your eyes and mouth, please immediately wash with
clear water, and consult a doctor immediately if you feel unwell.
* When placing the laser toner cartridge, please keep it away from the area reachable
by children.

12.2.2. Service Life of the Laser Toner Cartridge

Service life of the laser toner cartridge depends on the amount of toner that print jobs require.
When the LCD screen prompts that the toner is exhausted, it indicates that the cartridge life is
expiring or has expired. To ensure the print quality, please timely replace with new laser
cartridge.
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12.2.3. Replace Laser Toner Cartridge

< Note: Before replacing the laser toner cartridge, please pay attention to the following:

* The laser toner cartridge surface may contain toner. Please remove it carefully to avoid
spilling.

* Put the removed laser toner cartridge on a piece of paper to avoid the toner from
accidentally spilling.

* After removing the protective cover, please immediately install the laser toner cartridge
into the printer, so as to avoid photosensitive drum damage caused by exposing to too
much direct sunlight or indoor light.

* While installing the laser toner cartridge, do not touch the surface of the photosensitive
drum so as not to scratch it.

Replacement steps are as follows:
1. Turn off the printer and raise the scanning platform until it is locked.

M6200/M6500 Series M6550/M6600 Series

2. Open the output bin by the upper right ridge of the concave section.

M6200/M6500 Series M6550/M6600 Series
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3. Remove the exhausted cartridge along the guides.
M6200/M6500 Series M6550/M6600 Series

4. Open the package of a new laser toner cartridge, hold the handle of the cartridge and gently
shake around 5 to 6 times, so as to make the toner evenly distributed inside the cartridge.

5. Remove the cartridge protector (blister cover), insert the cartridge along the guides into the
printer, then push it firmly along the direction of the arrow until you hear a "click" assuring you that
the cartridge is fully inserted.

M6200/M6500 Series M6550/M6600 Series
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L—{Note: » Check whether there is any seal before installing the laser toner cartridge into the
printer; if there is any, please tear off the seal and then install the cartridge.

—

6. Cover the output bin and close the scanning platform.

M6200/M6500 Series M6550/M6600 Series

7. Restart the printer, and use the control panel to print an information page.
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13. Troubleshooting

Please read this section carefully. It can help you solve common malfunctions in the printing
process. If the problems appeared cannot be solved, please timely contact Pantum Aftersales
Service Center.

Prior to handling common trouble, first check that:

» Whether the power cord is connected correctly and the printer is powered on.

» Whether all protective parts are removed.

» Whether the laser toner cartridge is correctly installed.

» Whether the output bin is fully closed.

* Whether the paper is correctly loaded into the tray.

* Whether the interface cable is correctly connected between the printer and the computer.

* Whether the correct printer driver is selected and installed properly.

* Whether the computer port is properly configured and is connected to the proper printer port.

13.1. Clearing Jammed Paper

[77 Note: « Remove the jammed paper in accordance with the following steps, close the upper

cover and tidy the paper in the tray, then the printer will automatically resume printing.
If the printer cannot automatically start printing, please press the button on the control

panel.

If the printer still does not start printing, please check whether all the jammed paper
inside the printer are cleared.

If you can not remove the jammed paper yourself, please contact your local Pantum

Authorized Repair Center or send the printer to the nearest Pantum Authorized Service

Center for repair.

Please follow the following steps to clear the jammed paper if you are prompted of a paper jam by

the LCD.
1) Raise the scanning platform until it is locked.

M6200/M6500 Series M6550/M6600 Series
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2) Open the output bin by the upper right ridge of the concave section.
M6200/M6500 Series M6550/M6600 Series

3) Remove the laser toner cartridge along the guides.
M6200/M6500 Series M6550/M6600 Series

4) Gently draw the jammed paper out along the paper output direction.
M6200/M6500 Series M6550/M6600 Series
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5) After removing the jammed paper, insert the laser toner cartridge into the printer along the
guides until you hear a "click" assuring you that the cartridge is fully inserted.

M6200/M6500 Series M6550/M6600 Series

5) Neatly put the paper in the tray , and do not carry out the next print until the indicator light
resumes print-ready status.

7) If you can not remove the jammed paper yourself, please contact your local Pantum
Authorized Repair Center or send the printer to the nearest Pantum Authorized Service Center
for repair.

13.2. Error Message

Error message Cause Measure
Close Output o .
Bin P The paper bin is not fully closed. Close Output Bin.
No Laser Toner . . . The laser toner cartridge is
. The laser toner cartridge is installed incorrectly .
Cartridge . . installed correctly or new laser
or laser toner cartridge is damaged. . .
Detected toner cartridge is replaced.
. . Replace New Laser Toner
Toner Low Cartridge toner is low _
Cartridge
The toner Replace New Laser Toner
cartridge life has Cartridge toner is exhausted. P .
. Cartridge
expired
Feed iam The print paper is loaded incorrectly. The paper Please correctly load the print
J is outside of the specification range. paper.
Printer paper . . . Please correctly load the print
) pap The print paper is loaded incorrectly. y P
jam paper.
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Scanner is Busy With other scan jobs.

Scan failed

Please cancel the current scan

job or wait for the completion of

other scan jobs.

Please contact Pantum
Customer Service.

Scanner internal failure.

If you have selected ADF as the scan source,

No paper in ADF this message appears when you start a copy or
scan job without loading paper in the ADF.

Please correctly load the print
paper.

| & Note: « If the problem remains, please contact Pantum Customer Service.

13.3. Common Troubleshooting

13.3.1. Common Trouble

Trouble Type Trouble
Problems in . )
o Poor print quality
printing
Failed to copy
Problems in
copying Copy Image
Abnormal
The printer does
not work
Printer
Problems

Online printing
does not work

Cause

See 13.3.2. Image Defects.

The scanner is damaged.

* The scanner is dirty or defective.
* The laser toner cartridge is dirty
or damaged.

» Power cord of the device is not
properly connected.

+ Data cable of the device is not
properly connected.

* The print driver is installed
incorrectly.

* The printer selected is not proper
for printing.

* The LCD screen prompts error
messages.

* Data cable of the device is not
properly connected.

* The printer driver is installed
incorrectly.

* Printer internal failure.

Solution

See 13.3.2. Image Defects.

Please contact Pantum
Customer Service.

* Clean the scanner.

* Clean the laser toner
cartridge or replace it with a
new one.

* Ensure proper connection
of the power cord.

* Ensure proper connection
of the data cable.

* Properly install the printer
driver.

* Select the proper printer.

* Ensure proper connection
of the data cable.
Reinstall the printer driver.
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Problems in .
. Scanning error
scanning
Paper feed
failure
Problems in
Handlin
d Paper Jam
Paper
Print with

multipage fed in

+ Data cable of the device is not
properly connected.

* The scan driver is installed
incorrectly.

* The LCD screen prompts error
messages.

* The print media is loaded
incorrectly.

* The print media is beyond the
usage specification range.

* The feed roller is dirty.

* Too much paper in the tray.

* The print media is beyond the
usage specification range.

* There is foreign matter in the
feed channel.

* The feed roller is dirty.

* Internal parts failure.

» Excessive static electricity on the

print media.

* The print media is damp or sticks

together.
* Internal parts failure.

» Ensure proper connection
of the data cable.
* Reinstall the scan driver.

* Please correctly load the
print media. If you use
special print media for
printing, please print with the
manual feeder tray.

* Please use the print media
within the specification
range.

* Clean the feed roller.

* Remove excess paper from
the tray. If you print on
special print media, please
use the manual feeder tray.

» Make sure to use the paper
that meets specifications.

* If you print on special print
media, please use the
manual feeder tray.

* Clean the feed channel.

* Clean the feed roller.

* Re-separate the print
media to eliminate some
static electricity. It is
suggested that you use the
recommended print media.
* Re-separate the print
media or use new print
media.

Note: « If the trouble still can not be shooted after the above operations, please contact Pantum

Customer Service.

136



13.3.2. Image Defects

Trouble Cause Solution
* Toner is low. * Please properly use the print
* The print media does not meet usage media within the specification
' specification, such as the media is damp or  range.
AE D too rough. » Set the print resolution,
abile * The resolution in the print program is set too concentration, or cancel ticked
12345 low, concentration setting is too low, or toner toner saving mode in the
. saving mode is ticked. program.

The printout is

whitish o light * The laser toner cartridge is damaged.

* The laser toner cartridge is dirty or leaks * Please use the print media
toner. within the specification range.
* The laser toner cartridge is damaged. * Clean the feed channel.

: F g * The print media that does not meet usage  + Clean the platen glass.

e . specification is used. For example, the media

‘ABCD | is damp or too rough.

abcde’, » The feed channel is dirty.

’1-2:3_ 2 . « If toner spots appear when copying and

Tonef spots scanning, the platen glass may be dirty.
* The scanner is dirty or damaged.

* The print media that does not meet usage  * Please use the print media
specification is used. For example, the media within the specification range.

is damp or too rough. * Clean the feed channel.

* The feed channel is dirty. * Clean the reflective glass of the
* The internal part of the laser toner cartridge laser.

is damaged.

* The reflective glass of the laser inside the
printer is dirty.
* The scanner is damaged.

White spots

* The print media that does not meet usage  * Please use the print media
specification is used. For example, the media within the specification range.
is damp or too rough. + Clean the inside of the printer.
* The inside of the printer is dirty.
* The laser toner cartridge is damaged.
* The internal part of the printer is damaged.

Toner comes off

137



P

ABCD

abcde

12345
Black vertical
stripes

L

ABCD
abcde
12345

Black

background (gray

background)

P
ABCD

abcde ™
123453

Cyclical traces
appear

FD

ABCD
abcde
12345

Skewed pages

* The laser toner cartridge is dirty.

* The internal part of the laser toner cartridge

is damaged.

* The reflective glass of the laser inside the

printer is dirty.
* The feed channel is dirty.

« If black vertical stripes appear when copying
or scanning, the scanner or the platen glass

may be dirty.

» Scanner Light bulb has smudges.

* The scanner is damaged.

* The print media that does not meet usage
specification is used. For example, the media

is damp or too rough.
* The laser toner cartridge is dirty.

* The internal part of the laser toner cartridge

is damaged.
* The feed channel is dirty.

* The transfer voltage inside the printer is

abnormal.
* Scanning exposure.

« If black background or gray background
appears when copying and scanning, the

platen glass may be dirty.

* The laser toner cartridge is dirty.

* The internal part of the laser toner cartridge

is damaged.

* The fuser component is damaged.

* The print media is loaded incorrectly.
* The feed channel of the printer is dirty.

+ Clean the reflective glass of the
laser at the back of the printer.

* Clean the feed channel at the
back of the printer.

* Clean the scanner or the platen
glass.

* Please use the print media
within the specification range.

* Clean the feed channel inside
the printer.

* Please close the cover on the
manuscript, and then carry out
copying and scanning.

* Clean the platen glass.

* Clean the laser toner cartridge
or replace it with a new one.

* Please contact Pantum
Customer Service to repair and
replace the fuser component.

* Ensure correct loading the print
media.

* Clean the feed channel inside
the printer.
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P

ABCD
abcde
12345

Wrinkled paper

P

ABCD
ekcde
= 345
The back of the
printout is dirty

Whole page dark

P

ARCD

al\de
RS

The toner does
not adhere to the
paper

P

ABCD
abcde
12345

Horizontal stripes

* The print media is loaded incorrectly.

* The print media does not meet the usage
specification.

* The feed channel inside the printer is dirty.
» The fuser component of the printer is
damaged.

* The laser toner cartridge is dirty.

* The transfer roller inside the printer is dirty.
* The transfer voltage inside the printer is
abnormal.

* The laser toner cartridge is installed
incorrectly.

* The internal part of the laser toner cartridge
is damaged.

» Abnormal charge inside the printer; the laser

toner cartridge is not charged.

« If all-black image appear when copying and
scanning, maybe it is scanning exposure, and
the cover on the manuscript is not properly
closed.

* The scanner is damaged.

* The print media that does not meet usage
specification, such as the media is damp or
too rough.

* The inside of the printer is dirty.

* The laser toner cartridge is damaged.

* The internal part of the printer is damaged.

* The laser toner cartridge is incorrectly
installed.

* The laser toner cartridge might be damaged.
* The internal part of the printer is damaged.

* Ensure correct loading the print
media.

* Please use the print media
within the specification range for
printing.

* Clean the feed channel inside
the printer.

* Clean the laser toner cartridge
or replace it with a new one.

* Clean the internal transfer
components of the printer.

* Ensure to install the cartridge

correctly.

* Please first close the cover on
the manuscript, and then carry

out copying and scanning.

* Please use the print media
within the specification range.
* Clean the inside of the printer.

* Ensure to install the cartridge
correctly.

Note: » The above troubles can be handled by cleaning or replacing the laser toner cartridge.

If the problem remains, please contact Pantum Customer Service.
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14. Menu Structure

With the help of menu structure of this printer on the panel menu, you may know and set various
functions. The steps of printing are as follows:

1. Press "Menu" to enter the menu setting interface.

2. Press "A" or "V¥" to select "Info. report".

3. Press "OK" and then "A" or "¥" to select "Prt Menu Frame".

4. Press "OK" to print.

140



15. Product Specifications

Note: « Specification values vary slightly from printers with different models with different
functions ,and product specifications vary from different countries and regions.
* These values are based on the initial data. For more information about the latest
specifications, please visit: www.pantum.com.

15.1.0verview of the Specifications

Product Size
(W*D*H)

Product Weight

Print Environment

Power Voltage

Noise

Power
Consumption

Operating System

M6200/M6500 Series: 417mm*305mm*244mm

M6550/M6600 Series: 417mm*305mm*301mm

M6200/M6500 Series: about 7.5Kg (No wrappage, with random cartridges)
M6550/M6600 Series: 8.5Kg (No wrappage, with random cartridges)
Preferred Temperature Range for Printing: 10-32°C (50°F-90°F)
Preferred Moisture Range for Printing: 20% - 80%

110V Model:

AC100~127V (+10%); 50Hz/60Hz; 6A

220V Model:

AC220~240V (-15%,+10%), 50Hz/60Hz; 3A

Print: <54dB

Standby: <30dB

Print: Average 370W, Maximum750W

Standby: <45W

Networked standby: <3.5W

Microsoft Windows
Server2003/Server2008/Server2012/XP/Vista/Windows7/Windows8/Windows
8.1/Windows10 (32/64 Bit)

macOS 10.6/10.7/10.8/10.9/10.10/10.11
Linux (with limitation on version)
iOS/Android (with limitation on version)

NeoKylin (Loongson) (with limitation on version)
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Hi-speed USB 2.0

Communication i
100Base-Tx Ethernet (Applicable for network model)

interface

Wi-Fi 802.11b/g/n (Applicable for Wi-Fi model only)
Processor 600MHz
Memory 128MB/256MB

15.2.Print Specifications

M6200/M6500 Series: (A4 20/22ppm)/(Letter 21/23ppm)

Print Speed

M6550/M6600 Series: (A4 22ppm)/(Letter 23ppm)
Print Time of First Page <7.8sec
Print Language GDI

15.3.Copy Specifications

Copy Speed 22cpm (A4)/23cpm (Letter)
Flatbed <10 seconds
FCOT
ADF <12 seconds
Maximum Pages for Successive Print 99 pages
Zoom Ratio 25%~400%
Other Copy Functions ID copy, Receipt copy, N-up copy, Clone copy

15.4.Scan Specifications

Scan Type Flatbed+ADF (M6550 Series)

Flatbed: 216x297mm

Maxi .
aximum Scan Size ADF: 216x356 mm

Chromoscan Yes

Scan Output Function Scan to E-mail, PC, FTP
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15.5. Fax Specifications (For M6600 Series models only)

Fax Type Black-and-white
Modem Speed  33.6Kbps

Fax Memory 650 pages
Encoding MH/MR/MMR

Compatibility ITU-T SG3/ECM

Other Fax PC-FAX (Send), Fax Filtering, Group Sending, Fax Forwarding, Speed Dial,
Functions Group Dial, Delay Sending, Auto Redial, Auto Receive, Auto Shrink, Mobile Fax
Environment Not supported in the following environment: ADSL, ISDN

| € Note:  Please pay attention to contents below when VOIP line is used.
If Fax is sent or received abnormally due to disturbance on telephone line, try to
improve Fax delivery rate with modes below:
1. Switching to VOIP compatibility mode by setting control panel.
Please set according to the operation below:
1) Press “menu” key.
2) Press “A” or “¥” to enter “Fax setting” option and then press “OK”.
3) Press “A” or “¥” to enter “compatibility” and then press “OK”.
4) Press “A” or “¥” to select “VOIP” to switch to VOIP compatibility mode.
2. Resend Fax at leisure time.
3.Consult VOIP supplier if the network setting for Fax transmission can be optimized.
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